
Guy Hooks 
K133-AX Cat No. No. 

Mtg. 
Hole 

Second 
Mtg. Hole 

Inches 

Max. 
Bolt Dia. 

Inches 

Max. 
Strand Dia. 

Inches 

Thimble 
Dia. 

Inches 

Shipping 
Wt. lbs 

(100 pcs) 

Std. Pkg 

K133-AX 1 - 3/4 1/2 1-3/8 110 25 

K133-2* 1 - 3/4 1/2 1-3/8 160 25 

K133-3 1 - 1 5/8 1-3/8 220 25 

K133-4 2 1/2 3/4 1/2 1-3/8 158 25 

K133-5* 2 1/2 3/4 1/2 1-3/8 120 25 

Cat No. Upper  
Hole Dia. 

Inches 

Lower 
Hole Dia.  

Inches 

Max. 
Strand Dia. 

Inches 

Thimble 
Dia. 

Inches 

Pin 
Dia. 

Inches 

Shipping 
Wt. lbs 

(100 pcs) 

Std. Pkg 

K345-1 3/4 5/8 1/2 1-3/8 5/8 200 25 

K345-2 3/4 5/8 1/2 1-3/8 3/4 200 25 

K345-3 1 1 — — 7/8 700 25 

♦ Used with strand or fiberglass strain insulators 

♦ Malleable iron casting 

♦ Hot dip galvanized 

♦ *Add ACS for concrete or steel poles (no spurs) 

Combination Guy Hooks 

K345-1 K345-3 

K133-3 

K133-2 

♦ C.S.A. Standard 

♦ Almat guy hook ideally suited for down or head 
guying 

♦ Teeth & spurs down slot on wood pole 

♦ Used on any angle to 90o 

♦ Takes 5/8” or 3/4” bolt 

♦ Can also be used  on concrete or steel poles 
             ( add “ CS” to CAT NO. ) 

♦ Lower hole for lag screw or bolt to prevent twisting 

♦ *  No spurs - for concrete or steel poles. 
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