Carbon Monoxide Alarm  First Alert

=~
: m &S
" -
!Q§ e, |
] ~ CALL911  APPELEZLESHY EZ ccess
\ - | 4 \

battery door!

Changing the battery is no longer an issue!
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- | CARBON MONOXIDE ALARM
DETECTEUR DE MONOXYDE DE CARBONE

battery powered
FEATURES BENEFITS
Battery Powered Works during power outages
EZ Access Battery Door Front access battery door makes changing batteries easier
Silence/Test Button Silence unwanted alarms or tests the alarm functions

Electrochemical Carbon Monoxide Sensor | The most accurate sensor available

End of Life Timer Audible notice when it is time to replace the alarm
Low Battery Warning & Silence Quiets low battery signal for up to 8 hours
No Installation Required Place or mount the alarm almost anywhere

Loud 85-decibel Alarm

2 AA batteries included
Model Number: CO400A Unit Dimensions: 10"H x 6.63"W x 2"D Case UCC: 30029054 001222
Primary Packaging: Clamshell Each Cube: 0.08 cubic feet Case Dimensions: 7.19"H x 10.25"W x 4.75"D
Unit UPC: 029054 001221 Each Weight: 0.65 Ibs. Case Cube: 0.2 cubic feet
Case Pack Qty: 3 Case Weight: 1.99 Ibs.
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