
8180

D40204 
D40304 
D40404

C
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D40504 
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D40804

D

B DF0424C

SLEDGE HAMMERS • STRIKING TOOLS

KEY
MODEL
NUMBER

ITEM
NUMBER PKG.

PALLET
PACK

UNIT
WEIGHT
LB. (KG)

HANDLE
LENGTH
IN. (CM)

HEAD
WEIGHT 
LB. (KG) 

REPL.
HANDLE 

EYE US (CAN)
TOTAL

LENGHT DESCRIPTION

A D40104 78095 4 360 4.50
(2.04)

16
(40.64)

4
(1.81)

(B4061605) 16
(40,64)

Double-faced sledge hammer, machined faces, forged steel head, 
varnished hickory handle. Used for general sledging operations in 
striking wood, concrete, metal and stone. Common uses are striking 
spikes, cold chisels, star drills and hardened nails.B DF0424C 81031 4 288 5.00 

(2.27)
24 

(61.0)
4

(1.81)
B3903201SG 
(B3002405)*

24 
(61,0)

C D40204 78098 4 240 5.00
(2.27)

32
(81.28)

4
(1.81)

B3903205 32
(81,28)

– D40304 78102 4 200 7.00
(3.18)

32
(81.28)

6
(2.72)

B3903205 32
(81,28)

– D40404 78105 4 120 9.50
(4.31)

32
(81.28)

8
(3.63)

B3903205 32
(81,28)

D D40504 78109 2 96 11.00
(4.99)

36
(91.44)

10
(4.54)

B3903605 36
(91,44)

– D40604 78113 2 96 13.50
(6.12)

36
(91.44)

12
(5.44)

B3903605 36
(91,44)

– D40804 78118 2 72 17.00
(7.71)

36
(91.44)

16
(7.26)

(B3013605) 36
(91,44)

* Canadian eye fits older products, see replacement handles for dimensions.



8382

D10204B

D30004C

D10004 
D10104

A

STRIKING TOOLS • HAMMERS

KEY
MODEL
NUMBER

ITEM
NUMBER PKG.

PALLET
PACK

UNIT
WEIGHT
LB. (KG)

HEAD
WEIGHT 
LB. (KG) 

HANDLE
LENGTH
IN. (CM)

REPL.
HANDLE 

EYE US (CAN)
TOTAL

LENGHT DESCRIPTION

A D10004 78075 4 396 3.00
(1.36)

2.25
(1.13)

10
(25.4)

B4031005 10
(25.4)

Mason club hammer, machined faces, varnished hickory handle. 
Used with chisels, punches, star drills and hardened nails. Design 
permits heavy blows with limited swing, American eye.

– D10104 78076 4 336 4.50
(2.04)

4
(1.81)

10
(25.4)

B4031005 10
(25.4)

B D10204 78077 4 320 4.00
(1.81)

4
(1.81)

16
(40.64)

B4961605 16
(40.64)

C D30004 78092 4 360 3.80
(1.72)

3
(1.36)

16
(40.64)

B4961605 16
(40.64)

Blacksmith hammer, machined faces, varnished hickory handle. 
The striking face is designed for general blacksmith work in striking 
unhardened metal. The peens are used for shaping (fullering) and 
bending unhardened metal, American eye.

 



8382

D21605 
D22405

B

D24005 
D24805 

D

D23205C

D20405
D20805
D21205

A
E D22400

MACHINIST AND BLACKSMITH HAMMERS • STRIKING TOOLS

KEY
MODEL
NUMBER

ITEM
NUMBER PKG.

PALLET
PACK

UNIT
WEIGHT
LB. (KG)

HEAD
WEIGHT 
OZ. (G) 

HANDLE
LENGTH
IN. (CM)

TOTAL
LENGHT

REPL.
HANDLE 

EYE US (CAN) DESCRIPTION

A D20405 78080 10 200 0.50
(0.22)

4
(113.4)

10
(25.4)

10
(25,4)

– Machinist ball-pein hammer, polished/painted head, 
varnished hickory handle.

– D20805 78081 10 480 0.80
(0.36)

8
(226.8)

12
(30.48)

12
(30,48)

B4021205 

– D21205 78082 10 630 1.00
(0.45)

12
(340.2)

12
(30.48)

12
(30,48)

B4021205 

B D21605 78083 10 360 1.40
(0.64)

16
(40.64)

14
(35.56)

14
(35,56)

B4021405 

– D22405 78085 4 576 2.00
(0.91)

24
(680.4)

16
(40.64)

16
(40,64)

B4021605 

C D23205 78086 4 256 2.50
(1.13)

32
(907.2)

16
(40.64)

16
(40,64)

B4021605 

D D24005 78088 4 216 3.3
(1.5)

40
(1134)

18
(45.72)

18
(45,72)

B4021805 Machinist ball-pein hammer, polished/painted head, 
varnished hickory handle.

– D24805 78089 4 216 3.50
(1.59)

48
(1360.8)

18
(45.72)

18
(45,72)

B4021805

E D22400 78084 4 240 1.90 
(0.86)

– 12 
(30.5)

12 
(30,5)

– Brick hammer, polished/painted head, varnished hickory 
handle.


