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Type QBGF and QBGFEP ground fault

Type QBGF and QBGFEP ground fault circuit breakers

•	 10,000/22,000 A interrupting capacity at 120 Vac and 120/240 Vac
•	 5 mA “people protection” or 30 mA equipment protectors 
•	 Two-pole version features common trip

Table 52. (5 mA) single- and two-pole bolt-on ground fault circuit breakers

Ampere 
rating

Wire size range
Cu/Al 60 °C or  
75 °C (AWG)

Catalogue number

Single-pole, 120 Vac
1 per shelf carton
10 kAIC

Two-pole, 120/240 Vac
1 per shelf carton
10 kAIC

15 #14–10 Cu, #12–10 Al QB1015GF QBGFT2015
20 #14–10 Cu, #12–10 Al QB1020GF QBGFT2020
30 #10 Cu, #8 Al QB1030GF QBGFT2030
40 #8 Cu, #8–6 Al QBGFT1040 QBGFT2040
50 #8–6 Cu, #6–4 Al — QBGFT2050

Requires one 1-inch (25.4 mm) space Requires two 1-inch (25.4 mm) spaces

Table 53. (30 mA) single- and two-pole bolt-on ground fault circuit breaker equipment protectors

Ampere 
rating

Wire size range
Cu/Al 60 °C or  
75 °C (AWG)

Catalogue number

Single-pole, 120 Vac
1 per shelf carton

Two-pole, 120/240 Vac
1 per shelf carton

10 kAIC 22 kAIC 10 kAIC 22 kAIC

15 #14–4 QB1015EP QBH1015EP QBGFEP2015 QBHGFEP2015
20 #14–4 QB1020EP QBH1020EP QBGFEP2020 QBHGFEP2020
25 #14–4 QB1025EP QBH1025EP QBGFEP2025 QBHGFEP2025
30 #14–4 QB1030EP QBH1030EP QBGFEP2030 QBHGFEP2030

Requires one 1-inch  
(25.4 mm) space

Requires one 1-inch  
(25.4 mm) space

Requires two 1-inch  
(25.4 mm) spaces

Requires two 1-inch  
(25.4 mm) spaces

Bolt-on circuit breakers for CBM/CBL


