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Call Techspan If You Require Any Of These Warning Lights In Other Colours

www.techspan.ca

Warning Products – Specialty Application Beacons

LOW PROFILE, INDUSTRIAL STROBES

• 12-120 Volts  • 2 Joules  • 0.25 Amps  • Plastic Base  • Polycarbonate Lens  
• Dimensions: 4"H x 5" Base Diameter  • Single Flash   
• Available In Surface Mount and Magnetic Mount 

Part No. Qty/Pkg

*745317 Amber Lens, Surface Mount 1 PC
*745318 Blue Lens, Surface Mount 1 PC
*745338 Amber Lens, Magnetic Mount 1 PC
*745339 Blue Lens, Magnetic Mount 1 PC

REPLACEMENT PARTS FOR 745317, 745318, 745338, 745339

*735187 Replacement Flashtube for 745317, 745318, 745338 & 
745339. Bulb life is approximately 3,600,000 flashes

1 PC

*732547 Replacement Amber Lens (Polycarbonate) for 745317 & 
745338

1 PC

*732548 Replacement Blue Lens (Polycarbonate) for 745318 & 
745339

1 PC

Part No. Qty/Pkg

*745205 Amber, 12-120 Volts, Single Flash, 2 Joules, 0.24 Amps. 
Dimensions: 5"H x 23⁄4" Base Diameter. Mounting: 33⁄8". 
Mounting Hole: 3⁄16"

1 PC

TOW MOTOR STROBE

•  120 Volts  • 2 Joules  • 0.2-0.1 Amps  • Pipe Mount Ready (1⁄2" NPT) – 
Pipe Mount Not Included  • 60 Single Flashes Per Minute  • UL Listed 

• Dimensions: 4"H x 4.6" Base Diameter   
• Lens is sonic-welded for long life application   
•  Reinforced Circuitry/Construction Protects Against Shock and Vibration

Part No. Qty/Pkg

*745000 Red 1 PC
*745001 Amber 1 PC
*745002 Blue 1 PC
*745003 Green 1 PC

120V STROBES

HIGH VOLTAGE LED BEACON (STROBE PATTERN)

•  120 Volts  • 0.1 Amps  • Plastic Base  • Pipe Mount Ready (½" Pipe Mount Not 
Included)  • 100,000 Hour Life On LED  

• Combination Flashing/360° Rotating Pattern  • UL Listed   
• Dimensions: 4"H x 4.6" Base Diameter  • Sonic-Welded For Long-Life Application

Part No. Qty/Pkg

*745004 Amber 1 PC

*745338 *745339

*745317 *745318

*745205

*745003*745002

*745000 *745001

120 VOLT 
STROBES

*745004




