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DUAL PORT

RAPID CHARGING SYSYEM
Charges TWO Batteries Simultaneously - DC18RD

AUTOMATIC CHARGING CONTROLS FORCED AIR

The rapid charger’s CPU communicates with the battery’s onboard COOLING FAN

data chip. After analyzing the battery condition, it automatically Cools the battery by forcing cool air
charges for extended performance and cycle life. through the battery’s built-in air

vents to minimize charging time.

USB PORT
enables convenient
charging of mobile
devices on the
jobsite.

You Tube

CHARGING
DISPLAY
CONTROLS

Shows battery’s Controls current, voltage,

current condition and

charge level indicators. and temperature to maximize battery life

INDUSTRY LEADING CHARGE TIME

Dual Port Rapid Charger is compatible with all Makita 18V Li-lon Batteries

with [ ;
Battery . ! ’ » Battery
Fuel Gauge Sl ; P Fuel Gauge
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18V POWER
PUISSANCE DE 18V

When QUALITY & SERVICE Counts - Choose Makita

makita.ca




Cordless Power Tool Accessories

DC18SF

LITHIUM-ION BATTERY CHARGERS

DC18RD

DC18RC

DC18SD

DC18SE

4-Port Li-lon

Multi Charger

* Charges two 18V Li-lon
Batteries at once

* Optimum Charging System

* Charges 2 x 18V (3.0Ah) Li-lon
Batteries in 60 minutes

* Charges 4 x 18V (3.0Ah) Li-lon
Batteries in 120 minutes

Li-lon Dual Port

Rapid Charger

* Accepts 18V BL1815N / BL1830 /
BL1840B / BL1850B Li-lon batteries

+ Dual port design enables two
batteries to be charge
simultaneously

+ Forced Air Cooling Fan keeps battery
at optimum charging temperature
and prevents over heating

Li-lon Rapid

Charger

* Forced Cooling System

* Charges 18V (3.0 Ah) Li-lon
Battery in 22 minutes

* Use with ADP04 to charge
Ni-MH and Ni-Cad Pod
Batteries!

Li-lon Standard

Charger

* Charges 14.4V - 18V Li-lon and
Ni-MH Slide Style Batteries

* Charges 18V (3.0 Ah) Li-lon
Battery BL1830 in 60 minutes

* Digital Power Display indicates
condition of battery and
current charge level
(-80%, +80%, 100%)

Li-lon Automotive

Charger

* Plugs into 12V Automotive
outlets to enable charging
on the go

* Optimum Charging System

* Forced Cooling System

* Charges 18V 3.0Ah Li-lon
Battery in 60 minutes

BATTERY CHARGERS

New!
New!
New!
New?

New!

Charger Type Model No. Part No. Li-lon Ni-MH Ni-Cad Voltage (V) Description
Makstar Charger DC24SC DC24SC Yes Yes Yes 7.2V-24V | Adaptor ADP04 #193949-2 required to charge all Pod / Stick style batteries
DC36RA DC36RA Yes - - 36V
Rapid Charger
DC18RC DC18RC Yes Yes Yes 7.2V-18V | Adaptor ADP04 #193949-2 required to charge all Pod / Stick style batteries
Dual Port Rapid Charger DC18RD DC18RD Yes Yes Yes 7.2V-18V | Adaptor ADP04 #193949-2 required to charge all Pod / Stick style batteries
4-Port Multi Charger DC18SF DC18SF Yes - - 14.4V - 18V
Standard Charger DC18SD DC18SD Yes Yes - 7.2V -18V  |Only for Slide-On Type Batteries. Adaptors cannot be used with this charger.
Automotive Charger DC18SE DC18SE Yes Yes Yes 7.2V-18V | Adaptor ADP04 #193949-2 required to charge all Pod / Stick style batteries
(plugs into 12V Automotive outlets) | pcqgp7 DC1822 Yes | Yes | 7.2v-18V Only for Pod / Stick style batteries
Standard Pod / Stick Charger DC1804 DC1804 Yes Yes 7.2V-18V
Li-lon Pod / Stick Charger DC10WB DC10WB Yes - - 7.2V-12V
Li-lon Slide Charger DC10SB DC10SB Yes - 12V MAX CXT
DC7020 113051-5 - Yes 7.2V
Built-In Charger
DC4100 | CACDC4100 - Yes 4.8V

BATTERY CHARGER KITS & ADAPTERS

Description

Contents

Y-00309 Li-lon 5.0 Ah Rapid Charger Kit Includes: 1 ea. 18V Li-lon 5.0 Ah Battery BL1850B & Rapid Charger DC18RC

Y-00315 Li-lon 4.0 Ah Dual Port Rapid Charger Includes: 2 x 18V Li-lon 4.0 Ah Battery BL1840B & 1 x Dual Port Rapid Charger DC18RD
Y-00284 Li-lon 4.0 Ah Rapid Charger Kit Includes: 1 ea. 18V Li-lon 4.0 Ah Battery BL1840B & Rapid Charger DC18RC

197632-3 Li-lon 12V MAX CXT 4.0 Ah Battery - Charger Kit | Includes: 2 x 12V MAX CXT 4.0 Ah Battery BL1041B & 1 x Battery Charger DC10WB with Interlocking Plastic Case
194919-4 Li-lon & Makstar Diagnostic System Attaches to any PC to diagnose battery condition. Consult a Makita Sales Rep for further details.
BTCO3KIT Li-lon & Makstar Diagnostic System Kit Includes: 194919-4 (1 each) & DC36RA (1 each)

193681-8 Battery Charger Adapter ADP03 Refreshing Adapter for DC14SA, DC18RC and DC24SA for Makstar Batteries

193949-2 Battery Charger Adapter ADP04 Adapts DC18RC and DC18SE to charge pod style batteries

195512-7 Battery Adapter BCV01 Adapts 36V Li-lon tools to accept 2 x 18V 3.0 Ah Li-lon batteries. Belt / Shoulder Style
196810-2 Battery Adapter BCV03 Adapts 36V Li-lon tools to accept 2 x 18V 3.0 Ah or 4.0 Ah batteries. Direct Connect Style
197578-3 Battery Adapter BAP182 Belt and/or shoulder adapter for 18Vx2 tools

BTCO3KIT

* Quickly attaches to any personal computer
* Analyzes battery condition
« Diagnoses battery failures
« Detects number of charge-discharge cycles
« Offers corrective solutions to help maximize the life of the battery
«|deal for tool cribs, factories, repair facilities and more!

DIAGNOSTIC SYSTEM FOR MAKITA BATTERIES

Description

Standard Equipment Includes:

* Installation CD-Rom
* Cable

+ USB-Serial Adapter
* BTCO02 Interchangeable Adapter
» ADP03 Refreshing Adapter

¢ Aluminum Carrying Case

makita.ca

[72]
1%
S
o
S
[=3
(&)




$S9|pJ0)

42

BATTERY QUICK REFERENCE CHART

Voltage Cell Type Style Model No. Part No. Twin Pack Part No. Bulk Pack Part No.
36V Li-lon 2.6 Slide-On BL3626 194874-0 - -
24V NEMH 3.3 Slide-On BH2433 193740-8 - -
2.0 Slide-On BH2420 193737-7 - -

6.0 Slide-On BL1860B 197424-0 197429-0 197431-3 (10 pack)

5.0 Slide-On BL1850B 196675-2 196681-7 197198-3 (10 pack)

Li-lon 4.0 Slide-On BL1840B 196401-9 196406-9 196891-6 (10 pack)

3.0 Slide-On BL1830 194205-3 194230-4 194288-3 (10 pack)

18V 1.5 Slide-On BL1815N 196235-0 196851-8 196890-8 (10 pack)
NEMH 3.0 Pod 1835 193140-2 - -
2.6 Pod 1834 1931591 - -
Ni-Cad 2.0 Pod 1822 192827-3 - -
1.3 Pod PA18 194227-3 -
. 3.0 Slide-On BL1430 194066-1 194397-8 -
Compact Slide-On BL1415 194559-8 - -
. 3.0 Pod 1435 193139-7 - -
14.4V WA 26 Pod 1434 193158-3 . .
2.0 Pod 1422 192600-1 - -
Ni-Cad 1.3 Pod 1420 193062-6 - -
1.3 Pod PA14 193987-4 638350-9-2 -
4.0 Slide-On BL1041B 197416-9 - -
Li-lon 2.0 Slide-On BL1021B 197414-3 - -
1.3 Pod BL1014 195332-9 - -
33 Slide-On BH1233C 193930-3 - -
Ni-MH 2.6 Pod 1234 193157-5 - -
ad 2.0 Slide-On BH1220C 193928-0 - -
2.0 Pod 1222 192598-2 - -
Ni-Cad 1.3 Pod 1220 192681-5 - -
1.3 Hybrid Stick 1210 632277-5 - -
1.3 Pod PA12 638347-8-2 -
10.8V Li-lon 1.3 Pod BL1013 194551-4 - -
33 Slide-On BH9033A 193536-7 - -
Ni-MH 2.6 Pod 9134 193156-7 - -
2.0 Slide-On BH9020A 193531-7 - -
96V 2.0 Stick 9002 192533-0 - -
2.0 Pod 9122 192596-6 - -
Ni-Cad 1.3 Pod 9120 192638-6 - -

1.3 Stick 9000 632007-4 - 632009-0-10 (10 pack)
1.3 Pod PA09 193979-3 638344-4-2 -
Li-lon 1.0 Stick BL7010 194356-2 - -
7.2V . 2.0 Stick 7002 192532-2 - -
Ni-Cad 1.3 Stick 7000 632002-4 - 632006-0-10 (10 pack)

18Vvx2 LI-ION BATTERY ADAPTER BAP182

Description 197578-3 [ mmmwise

+ Belt and/or shoulder adapter for Makita 18Vx2 tools
+ Belt slots enable operator to securely thread belt through adapter
+ Optional shoulder strap available (part no. 166070-0)
* Dual battery fuel gauges indicate
approximate remaining battery power
* Heavy duty 5' power cord
enables maximum reach
* For models: DHR263, DHR264, DHS711, DUB361, DUB362, DUH651,
DUC302, DUR364

New!

18V LI-ION POWER SOURCE ADAPTER

ADP05

Description

* Features 2 x USB ports to enable
convenient charging of mobile
devices on the jobsite

* Belt clip allows power source
adapter to be easily carried by user

* Accepts Makita 18V Li-lon Compact,
3.0, 4.0 and 5.0 Ah batteries

* Max. 2.1A output per USB port
(4.2A total)

LITHIUM-ION BATTERY ACCESSORIES

Part No Description Features & Benefits / For Model(s) No.

194649-7 Li-lon Battery Protector Shock Absorbing Frame for Li-lon Batteries BL1430, BL1830, BL1840B, BL1850B
456128-6 Dust Protection Cover for Li-lon Batteries BL1021B, BL1041B
450128-8 Li-lon Battery Cover Dust Protection Cover for Li-lon Batteries BL1415, BL1430, BL1815N, BL1830, BL1840B, BL1850B
451153-2 Dust Protection Cover for Li-lon Battery BL3626
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