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HOLLOW STRUCTURAL 

Braces

4490HSC

Hollow Structural Steel Cross Arms
Holes 13/16” diameter except as shown. Hot dip galvanized after fabrication as per C.S.A.
G164. Come complete with lifting eyes.

Cat. No. Section L A B Wt.-lbs./ ea

4442HSC 4 x 4 x .150 3’6” - - 38
4454HSC 4 x 4 x .150 4’6” - 15” 46
4466HSC (OH) 4 x 4 x .150 5’6” - 15” 55
4490HSC 4 x 4 x .150 7’6” 36” 18” 72
4490HSC-4 (OH) 4 x 4 x .188 7’6” 36” 18” 80
4690HSC 4 x 6 x .188 7’6” 36” 18” 103
44114HSC (OH) 4 x 4 x .3125 9.6” 36” 18” 152
46126HSC 4 x 6 x .3120 10’6” 36” 18” 217
46150HSC 4 x 6 x .3750 12’6” 48” 18” 298

Special hole patterns available upon request. ie. Hamilton Hydro, London Hydro, Peterborough Hydro etc.
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MACHINE BOLTS

Bolts

1258M

Cat. No. L T Std.Pkg. Wt.-lbs./ C
3/8” Diameter Bolts complete with Hexagon Nuts:

1538M 1-1/2 1 100 10
238M 2 1 100 11
2538M 2-1/2 1 100 12
338M 3 1 100 13
438M 4 1 50 15
538M 5 1 50 19
638M 6 1 50 22

1/2” Diameter Bolts complete with Square Nuts:

1512M 1-1/2 1-1/4 50 18
212M 2 1-1/4 50 21
312M 3 1-1/4 50 28
412M 4 1-1/4 25 35
512M 5 1-1/4 25 40
612M 6 1-1/4 25 45
712M 7 1-1/4 25 50
812M 8 4 50 56
1012M 10 4 50 67
1212M 12 6 50 76
1412M 14 6 50 85
1612M 16 6 50 94

Square Head Machine Bolts complete with Nuts
Bolts 6” and longer made with buffer points. C.S.A. Standard Drawing No. B-3.
Minimum breaking strength at thread root:
3/8” diameter – 4,650 lbs.
1/2” diameter – 8,500 lbs.
5/8” diameter – 13,500 lbs.
3/4” diameter – 20,000 lbs.

Other sizes available upon request.
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