
•  8W comparable to 70W HID, 30W comparable
    to 250W HID

•  Fully programmable via remote control w/ motion
 sensor and photo control

• Built-in battery power indicator 

• Advanced new LiFePO4 battery lasts at least
 2000 charge cycles and will last three nights 
 with one day charge

• Perfect for parks, parking lots, school campuses, etc.

•  Dimensions (L x W x H): 8W - 20" x 12" x 3"                
                   30W - 36" x 17" x 4"
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The Solera Solar Lighting Area Light features an all-in-one design.  The solar panel, light engine and battery 
are built right into the LED fixture.  No need for a power source, which eliminates the need for wiring and 
trenching.   

PART # UPC COMPARABLE TO LUMENS CCT EPA

RP-SAL-8W-50K-SF-GY-G1 844006049805 70W HID 1600 5000K 1.824

RP-SAL-30W-50K-SF-GY-G1 844006011260 250W HID 6000 5000K 4.788
TURTLE FRIENDLY SERIES

RP-SAL-8W-AMB-SF-GY-G1 844006024376 70W HID 284 580nm AMBER 1.824

RP-SAL-30W-AMB-SF-GY-G1 844006024383 250W HID 806 580nm AMBER 4.788

BATTERY LIFE
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50
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WARRANTY CHARGE TIME

7
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OPERATING TEMP RATED LIFE

>100,000
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