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Product image

 

 

• 4 IEEE 802.3af/at-compliant PoE ports
• up to 30 W per PoE port
• 24/48 V DC redundant wide-range power supply
• advanced PoE management functions, including PD

error checking and PoE scheduling

General ordering data

 
Delivery status Discontinued
Available until 2019-03-19
Type IE-SW-PL06M-2TX-4POE
Order No. 1241390000
GTIN (EAN) 4050118029161
Qty. 1 pc(s).
 

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=1241390000
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Dimensions and weights
 
Width 80 mm   Width (inches) 3.15 inch
Height 135 mm   Height (inches) 5.315 inch
Depth 131.5 mm   Depth (inches) 5.177 inch
Net weight 1,270 g    
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

EMC conformity and approvals
 
Shock according to IEC

60068-2-27
  Vibration according to IEC

60068-2-6
 

Environmental conditions
 
Humidity 5 to 95 % (non-

condensing)
  Operating temperature, max.

60 °C
Operating temperature, min. 0 °C   Storage temperature, max. 85 °C
Storage temperature, min. -40 °C    
 

Interfaces
 
Number of ports 2 * RJ45 10/100

BaseT(X), 4x RJ45
10/100 BaseT(X) PoE+

   

 

MTBF
 
MTBF 433,000 hrs   Database Telcordia (Bellcore), GB
 

Power supply
 
Connection type 2 removable 6-pin terminal

blocks
  Overload current protection

Yes
 

Technical data
 
Housing main material metal   Protection degree IP30
Type of mounting DIN rail, Panel (with

optional mounting kit)
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Technology
 
Standard IEEE 802.3at/af for Power-

over-Ethernet, IEEE 802.3
for 10BaseT, IEEE 802.3u
for 100BaseT(X) and
100BaseFX, IEEE 802.3x
for flow control, IEEE
802.1D for the Spanning
Tree protocol, IEEE
802.1w for Rapid STP,
IEEE 802.1Q for VLAN
tagging, IEEE 802.1p for
Class of Service, IEEE
802.1X for authentication,
IEEE 802.3ad for port
trunk with LACP

   

 

Classifications
 
ETIM 6.0 EC000734   ETIM 7.0 EC000734
eClass 9.0 19-17-01-06   eClass 9.1 19-17-01-06
eClass 10.0 19-17-04-01    
 

Approvals
 
Approvals

 
ROHS Conform
 

Downloads
 
Approval/Certificate/Document of
Conformity EU Declaration of Conformity
Brochure/Catalogue CAT 9 IETH 18/19 EN
Software SNMP MIB file

Managed Switch Configuration Utility
Firmware Version 2.6.6

User Documentation Hardware Installation Guide
Manual

 

http://download.weidmueller.com/asset/download/file//35503
http://download.weidmueller.com/asset/download/file//85203
http://download.weidmueller.com/asset/download/file//36083
http://download.weidmueller.com/asset/download/file//35378
http://download.weidmueller.com/asset/download/file//36211
http://download.weidmueller.com/asset/download/file//36204
http://download.weidmueller.com/asset/download/file//39906

