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• Rebar positioning device
• 2.25” Rebar Hook
• RBC model denotes chain
• Chain 1’ total length

  

Toll Free: 1.888.533.6832

LANYARDS
ShockSorbTM INTERNAL LANYARDS

WEB POSITIONING  LANYARDS

REBAR CHAIN ASSEMBLIES

TWIN LEG

Available Options:
• 2’, 4’  or 6’ - 1” Web Positioning 
• 4'-6’ Single Positioning
• ¾” Snap Hooks

Part # Description
16LP2211 2’ - 1" Web positioning w / 3/4"  Snap Hooks

16LP4211 4’ - 1" Web positioning w / 3/4"  Snap Hooks

16LP6211 6’ - 1" Web positioning w / 3/4"  Snap Hooks

16LP6A211 4' - 6’ Single positioning w / 3/4"  Snap Hook

Part # Description
16LRBC211 Rebar Chain Assembly

CERTIFIED
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®

• E4 Rated: 254 lbs. (115 kg)
• Lanyard Park included with every lanyard

  Available Options:
 • 4’ Yellow or 6’ Red Colour Webbing 
 • Single or Twin leg 
 • ¾” or 2 ¼” Hook

SINGLE LEG Part # Description
16LSLM3411 4’ Yellow Single Leg w / 3/4" Hook

16LSLM3611 6' Red Single Leg w / 3/4" Hook

16LSLM2421 4' Yellow Single Leg w / 2¼" Hook

16LSLM3621 6' Red Single Leg w / 2¼" Hook

16LSLM3612 4’ Yellow Twin Leg w / 3/4" Hook

16LSLM3422 4' Yellow Twin Leg w / 2¼" Hook

16LSLM3622 6' Red Twin Leg w / 2¼" Hook


