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Order  
code

Description Watts 
  

(W)

Base Colour 
temp. 

(K)

Lumen 
output

(lm)

Average  
life 

(hrs)

CRI Case 
qty

(inner/master)

Twin Tube
50829 PL13/27K/TT/4P/STD 13 2GX7 2 700 900 12 000 82 6/96
50830 PL13/30K/TT/4P/STD 13 2GX7 3 000 900 12 000 82 6/96
50831 PL13/41K/TT/4P/STD 13 2GX7 4 100 900 12 000 82 6/96

Twin Tube Long
10090 PL18/30K/L/4P/STD 18 2G11 3 000 1 250 12 000 82 10/50
10091 PL18/35K/L/4P/STD 18 2G11 3 500 1 250 12 000 82 10/50
10092 PL18/41K/L/4P/STD 18 2G11 4 100 1 250 12 000 82 10/50
10093 PL24/30K/L/4P/STD 24 2G11 3 000 1 800 12 000 82 10/50
10094 PL24/35K/L/4P/STD 24 2G11 3 500 1 800 12 000 82 10/50
10095 PL24/41K/L/4P/STD 24 2G11 4 100 1 800 12 000 82 10/50
10096 PL36/30K/L/4P/STD 36 2G11 3 000 2 900 12 000 82 10/50
10097 PL36/35K/L/4P/STD 36 2G11 3 500 2 900 12 000 82 10/50
10098 PL36/41K/L/4P/STD 36 2G11 4 100 2 900 12 000 82 10/50
10102 PL55/35K/L/4P/STD 55 2G11 3 500 4 800 12 000 82 10/50
10103 PL55/41K/L/4P/STD 55 2G11 4 100 4 800 12 000 82 10/50
10099 PL40/30K/L/RS/4P/STD 40 2G11 3 000 3 150 12 000 82 10/50
10100 PL40/35K/L/RS/4P/STD 40 2G11 3 500 3 150 12 000 82 10/50
10101 PL40/41K/L/RS/4P/STD 40 2G11 4 100 3 150 12 000 82 10/50

Double Twin Tube
50835 PL13/27K/DTT/4P/STD 13 G24q-1 2 700 900 12 000 82 6/96
50836 PL13/30K/DTT/4P/STD 13 G24q-1 3 000 900 12 000 82 6/96
50837 PL13/35K/DTT/4P/STD 13 G24q-1 3 500 900 12 000 82 6/96
50838 PL13/41K/DTT/4P/STD 13 G24q-1 4 100 900 12 000 82 6/96
50839 PL18/27K/DTT/4P/STD 18 G24q-2 2 700 1 200 12 000 82 6/96
50840 PL18/30K/DTT/4P/STD 18 G24q-2 3 000 1 200 12 000 82 6/96
50841 PL18/35K/DTT/4P/STD 18 G24q-2 3 500 1 200 12 000 82 6/96
50842 PL18/41K/DTT/4P/STD 18 G24q-2 4 100 1 200 12 000 82 6/96
50843 PL26/27K/DTT/4P/STD 26 G24q-3 2 700 1 800 12 000 82 6/96
50844 PL26/30K/DTT/4P/STD 26 G24q-3 3 000 1 800 12 000 82 6/96
50845 PL26/35K/DTT/4P/STD 26 G24q-3 3 500 1 800 12 000 82 6/96
50846 PL26/41K/DTT/4P/STD 26 G24q-3 4 100 1 800 12 000 82 6/96

Triple Twin Tube
50851 PL18/27K/TTT/4P/STD 18 GX24q-2 2 700 1 200 12 000 82 6/96
50852 PL18/30K/TTT/4P/STD 18 GX24q-2 3 000 1 200 12 000 82 6/96
50853 PL18/35K/TTT/4P/STD 18 GX24q-2 3 500 1 200 12 000 82 6/96
50854 PL18/41K/TTT/4P/STD 18 GX24q-2 4 100 1 200 12 000 82 6/96
50855 PL26/27K/TTT/4P/STD 26 GX24q-3 2 700 1 800 12 000 82 6/96
50856 PL26/30K/TTT/4P/STD 26 GX24q-3 3 000 1 800 12 000 82 6/96
50857 PL26/35K/TTT/4P/STD 26 GX24q-3 3 500 1 800 12 000 82 6/96
50858 PL26/41K/TTT/4P/STD 26 GX24q-3 4 100 1 800 12 000 82 6/96
50865 PL32/27K/TTT/4P/STD 32 GX24q-3 2 700 2 400 12 000 82 6/96
50859 PL32/30K/TTT/4P/STD 32 GX24q-3 3 000 2 400 12 000 82 6/96
50860 PL32/35K/TTT/4P/STD 32 GX24q-3 3 500 2 400 12 000 82 6/96
50861 PL32/41K/TTT/4P/STD 32 GX24q-3 4 100 2 400 12 000 82 6/96
50862 PL42/30K/TTT/4P/STD 42 GX24q-4 3 000 3 200 12 000 82 6/96
50863 PL42/35K/TTT/4P/STD 42 GX24q-4 3 500 3 200 12 000 82 6/96
50864 PL42/41K/TTT/4P/STD 42 GX24q-4 4 100 3 200 12 000 82 6/96
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Order  
code

Description Watts 
  

(W)

Base Colour 
temp. 

(K)

Average  
life

(hrs)

Lumen 
output 

(lm)

CRI Incandescent  
equivalent 

(W)

Case 
qty

(inner/master)

Capsules
583961 CF15/41K/T19/E26/STD 15 E26 4 100 8 000 800 82 60 1/50
562691 CF15/50K/T19/E26/STD 15 E26 5 000 8 000 800 82 60 6/48
584001 CF20/30K/T19/E26/STD 20 E26 3 000 8 000 1 350 82 75 6/48

Globes
584401 CF14/27K/G25/E26/STD 14 E26 2 700 8 000 850 82 40 6/48

Decorative
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Safety Max™
®

Order 
code

Description Watts

(W)

Base Volts

(V)

Colour 
temp. 

(K)

Coat-
ing

Average
 life 
(hrs)

Lumen 
output 

(lm)

CRI       MOL

   (in.)       (mm)

Incan.
equivalent

(W)

Case 
qty

(inner/master)

PAR38
46150 CF23/35K/PAR38/E26/STD SM 23 E26 120 3 500 Mylon 10 000 1 600 82 4.7 120 100 6/24

SPIRAL
11774 CF23/35K/SPIRAL/E26/STD SM 23 E26 120 3 500 Mylon 10 000 1 600 82 4.7 120 100 1

With STANDARD Safety Max™, you protect 
product and production; and ensure that
lumen output is not sacrificed. 

Should a Safety Max™ lamp break, virtually all glass, mercury, metal and phosphors are contained 
by the safety coating. You can prevent contamination; minimize risk and your business being shut 
down! Disposal and lamp changes are easy and safe.

WARRANTY

2
YEARS

OUTDOOR
1Suitable for oudoor use(base upwards)


