
Ideal for industrial or commercial use

Weather resistant 

White

Bronze

Custom Colours

Black

ALSO AVAILABLE IN:
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APPLICATION:

PROJECT: DATE:

TYPE: NOTES:

CERTIFICATION:

®

x 1 ground screw

x 1 cork gasket

x 3 threaded plugs

x 2 cover screws 

x 1 stamped aluminum cover*
*Product available with or without cover

INCLUDES:

VXJ – ZINC BOX
ROUND BOX

 CONSTRUCTION
Each unit has two mounting feet, 4 internal posts 
for mounting covers and 2 additional posts for 
universal cross bars. All posts are 10-24 tapped.

 CONDUIT ENTRIES
5 conduit entries – four on the side, threaded, 
available as 1/2”, 3/4” and 1”. Bottom conduit 
entry is 1/2“ for the 1/2VXJ and 3/4” for both the 
3/4VXJ and 1VXJ.

 FEATURES
Raw zinc finish is standard.
Plugs come loose in the package to reduce 
installation time.
Product can be ordered with or without different 
covers for custom applications.
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ORDER INFO

DIMENSIONS

 A 

 B 

 D 

 C 

 H 

 I 

 G 

 F 

 E 

STOCK CODE / DESCRIPTION STOCK CODE / DESCRIPTION

008415  1/2VXJ/C WITH COVER 008422  3/4VXJ/C-WHITE WITH COVER

094439  1/2VXJ/C-BLACK WITH COVER 094440  1VXJ/C WITH COVER

094436  1/2VXJ/C-BRONZE  WITH COVER 008398  1VXJ/C-BLACK WITH COVER

008419  1/2VXJ/C-WHITE WITH COVER 008399  1VXJ/C-WHITE WITH COVER

008430  3/4VXJ/C WITH COVER 094437  1/2VXJ/LC NO COVER

094442  3/4VXJ/C-BLACK WITH COVER 008435  3/4VXJ/LC NO COVER

094438  3/4VXJ/C-BRONZE WITH COVER 008429  1VXJ/LC NO COVER

PRODUCT A 
(IN.)

B 
(IN.)

C 
(IN.)

D 
(IN.)

E  
CONDUIT ENTRY

F 
(IN.)

G 
(IN.)

H I 
(IN.)

1/2 VXJ 5.63 5.13 2.72 3.5 1/2 NPT 1.72 4.28 10-24 0.31

3/4 VXJ 5.63 5.13 2.72 3.5 3/4 NPT 1.72 4.28 10-24 0.31

1 VXJ 5.63 5.13 2.72 3.5 1 NPT 1.72 4.28 10-24 0.31

VXJ – ZINC BOX
ROUND BOX
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