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2-5/8"
[66mm]

2-9/16"
[66mm]

WITH SENSOR – NO ENDCAP INSTALLED

2-3/8"
[61mm]

2-5/8"
66mm]

WITH ENDCAP INSTALLED

Top Product Features
•	 From 2400 lumens to 5800 lumens for a 4 foot strip
•	 8ft. 4ft. and 2ft. Lengths with single lens (no tandem) to address any application
•	 Up to 125 LPW and DLC compliant to enable rebates and energy savings
•	 Frost white polycarbonate lens, linear prisms for even illumination
•	 Typical 80 CRI; 3500K, 4000K & 5000K CCT options; Emergency and dimming options

Typical Applications
Commercial • Industrial • Retail • Residential 

SLSTP Lensed LED

Lensed LED Striplight

additional
product diagrams

Dimensional and Mounting Details

Interactive Menu
•	 Order Information  page 2

•	 Photometric Data  page 3

•	 Control Solutions  page 4

•	 Product Warranty

Product Certification

Product Features

http://www.cooperlighting.com
https://www.cooperlighting.com/global/brands/mws.html
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Input Current (A)

Catalog # UPC Length CCT (K)
Delivered 
Lumens Watts

Efficacy 
(lm/W) Controls 120V 277V

2SLSTP1040DD-120V 080083705771 2 4000 1390 12 121 Triac Dimming to 10% 0.10

2SLSTP2040DD-120V 080083705788 2 4000 2680 22 121 Triac Dimming to 10% 0.19

4SLSTP2040DD-120V 080083705795 4 4000 2830 23 125 Triac Dimming to 10% 0.19

4SLSTP4040DD-120V 080083705801 4 4000 4980 40 125 Triac Dimming to 10% 0.33

2SLSTP2035DD-UNV 080083814763 2 3500 2671 23 118 0-10V Dimming to 10% 0.19 0.08

2SLSTP2040DD-UNV 080083807826 2 4000 2680 23 118 0-10V Dimming to 10% 0.19 0.08

2SLSTP2050DD-UNV 080083158928 2 5000 2921 22 131 0-10V Dimming to 10% 0.19 0.08

4SLSTP2040DD-UNV 080083705818 4 4000 2631 22 120 0-10V Dimming to 10% 0.18 0.08

4SLSTP2050DD-UNV 080083158935 4 5000 2858 22 127 0-10V Dimming to 10% 0.19 0.08

4SLSTP4035DD-UNV 080083807765 4 3500 4766 41 117 0-10V Dimming to 10% 0.34 0.15

4SLSTP4040DD-UNV 080083705825 4 4000 4927 41 120 0-10V Dimming to 10% 0.34 0.15

4SLSTP4050DD-UNV 080083158942 4 5000 5254 40 130 0-10V Dimming to 10% 0.34 0.15

4SLSTP5535DD-UNV 080083807802 4 3500 5718 47 122 0-10V Dimming to 10% 0.39 0.17

4SLSTP5540DD-UNV 080083807789 4 4000 5733 47 122 0-10V Dimming to 10% 0.39 0.17

4SLSTP5550DD-UNV 080083158959 4 5000 6207 49 126 0-10V Dimming to 10% 0.41 0.18

8SLSTP8035DD-UNV 080083804368 8 3500 8958 75 119 0-10V Dimming to 10% 0.63 0.27

8SLSTP8040DD-UNV 080083814787 8 4000 9304 76 123 0-10V Dimming to 10% 0.63 0.27

8SLSTP8050DD-UNV 080083158966 8 5000 9922 76 131 0-10V Dimming to 10% 0.63 0.27

8SLSTP11035DD-UNV 080083807703 8 3500 11436 94 122 0-10V Dimming to 10% 0.78 0.34

8SLSTP11040DD-UNV 080083807680 8 4000 11467 94 122 0-10V Dimming to 10% 0.78 0.34

8SLSTP11050DD-UNV 080083158973 8 5000 12414 94 132 0-10V Dimming to 10% 0.78 0.34

4SLSTP4040CS 080083807741 4 4000 4898 40 122 0-10V Dimming to 10% 0.34 0.15

8SLSTP8040CS 080083807727 8 4000 8949 72 124 0-10V Dimming to 10% 0.60 0.26

8SL8040 080083807925 8 4000 9304 76 123 0-10V Dimming to 10% 0.63 0.27

Order Information

Load Data

2' 4'' 8’

PF 0.99 0.99 0.98

THD% 13.6 12.9 < 20

Weight 2.8 4.6 9

Low Temp. Start -20ºC -20ºC -20ºC

Shipping Data

Catalog Base Wt.
Unit per 
Pallet

2SLSTP 2.38 lbs. 144

4SLSTP 4.3 lbs. 72

8SLSTP 9 lbs. 45

Energy and Performance Data

R O W A L I G N E R 8 '  -  8 ' R O W A L I G N E R 8 '  -  4 '

Accessories (Order Separately)

SLSTPROW88
Unit  UPC# 080083815647
Master Carton UPC# 080083815654
(50 per Master)

SLSTPROW842
Unit  UPC# 080083815661
Master Carton UPC# 080083815678
(100 per Master)

AYC-Chain/Set=36" Hanging Chain Set w/V Hooks
TOGGLE-10=10' Suspension Aircraft Cable Kit (specify if another length is needed)
SCF-12-B=12" Fixed Stem Set (specify if another length is needed)
2SLSTPLNS=2 ft. Replacement Lens
4SLSTPLNS=4 ft. Replacement Lens
8SLSTPLNS=8 ft. Replacement Lens
EBPLED7W=User Installed, Remote Mount, 7 Watt LED Emergency Battery Pack
EBPLED14W=User Installed, Remote Mount, 14 Watt LED Emergency Battery Pack



SLSTP Lensed
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Dimensional and Mounting Details

3 m R

4.5 m R

Large motion

Small motion

Sensor

SENSOR COVERAGE PATTERN TOP VIEW

12 ft
3.658 m

9.843 ft
3 m

14.76 ft
4.5 m

Large motion

Small motion

Sensor
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SENSOR COVERAGE PATTERN SIDE VIEW LIGHT OUTPUT VERSUS TIME

Sensor Coverage ("CS" SKU Designation)

4'

2-9/16"
[66mm]

2'

2-9/16"
[66mm]

11-11/16" [297mm]

23-3/8" [ 594mm]
2-1/8" [54mm]

 K.O 7/8" [22mm]

23-1/4" [591mm]

46-1/2" [1181mm]
2-1/8" [54mm]

 K.O 7/8" [22mm]

2-9/16"
[66mm]

8'
24-1/8"

[613mm]

48"
[1219mm]

7-5/8"
[194mm]

96" [2438m]
 K.O 7/8" [22mm]
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