
BUC121 BUC122
Cordless Chain Saw 115mm (4-1/2")

Satisfy Professional's Needs

Drastically increased

Cutting Speed



POWERFUL MOTOR  Cutting speed is increased.

Comparison of EfficiencyPruning extension set 
(option)

Note: 1. The test results depend to a great extent on the hardness of materials, etc.
2. The numbers in the bar charts below are relative values when the capacity 
    of Competitor "B" is indexed at 100.

Cutting speed Test conditions: Cut 2x4 timbers.
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Features remote on/off switch, 
enabling to prune up about 
4m (13ft).

Part No.
BUC121: 194524-7
BUC122 : 194523-9

Tip guard
• Convenient for 
   overhead applications
• Prevents kickback

Toolless change and tension adjustment of 
chain blade
Without removing sprocket cover, blade change and adjustment 
can be done simply by operating adjust knob.

Metal hook
Pruning operator can go up trees
with both hands free to climb
by installing this hook on the end
of the rope attached to climbing
harness.

Electric brake
Stops chain blade in 0.5 sec.

Photo: BUC122

More work amount
on a single battery charge obtained by using
3.0Ah Li-ion battery as a power unit:

BL1430 (14.4V) for BUC121

BL1830 (18V) for BUC122

Automatic chain oiling
Oil tank contains enough amount of
chain oil required for work amount
on a single full battery charge.

Ergonomic top handle
• Convenient for pruning street trees
• Positioned 50mm (2") closer to chain blade than any 
   other existing Makita model, enabling to apply more 
   force to chain blade also allowing compact design.
• Rubberized soft grip for non-skid operation

Hand guard
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Items of standard equipment and specifications may differ by country or area.

PRINTED IN JAPAN Z23362-2 AI-AI 

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Chain speed per minute
Cutting length
Chain
Dimensions
(L x W x H)
Net weight
Voltage

BUC122
300m (975ft)
115mm (4-1/2")
Pitch : 1/4"
422 x 195 x 215mm
(16-5/8" x 7-5/8" x 8-1/2")
2.5kg (5.4lbs)
18V

BUC121
290m (943 ft)
115mm (4-1/2")
Pitch : 1/4"
422 x 195 x 215mm
(16-5/8" x 7-5/8" x 8-1/2")
2.4kg (5.2lbs)
14.4V

Standard Equipment  
Fast Charger, Battery Cartridge, Guide Bar Cover, Oil Supply, File

Accessories
Guide Bar
Part No. 791284-8

Cordless Chain Saw 430BUC121 / BUC122 115mm (4-1/2)

Automatic Oiling

Electric Brake

Carrying Case

Chain Blade
Part No. 158476-6


