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TN311 
Heavy-Duty Indoor Timer
•  Grounded receptacle and 3-prong plug
•  3 ON/3 OFF settings per day
• Plugs directly into wall outlet

DT620
Heavy-Duty Indoor Digital Timer

•  2 grounded receptacles and grounded plug
• 28 ON/OFF settings
•  Astronomic settings with automatic Daylight Saving Time adjustment

HB880R
Heavy-Duty Outdoor Digital Timer

• 2 grounded receptacles with 24" cord and grounded plug
• Controls incandescent, fluorescent, LED, and CFL
•  Multiple programming options
• AA battery backup
•  Astronomic settings with automatic Daylight Saving  

Time adjustment

TN111RM40
Plug-In Mechanical Timer

• 24-Hour timing 
•  2 ON/OFF settings per day
• Manual override
•  Rated for outdoor use in a Type 3R  

outdoor enclosure

Rating: 
15 A Resistive, 15 A Inductive, 1875 W Tungsten, 12 FLA, 72 LRA
Warranty: Limited 1 year

Rating:  
15 A Resistive, 12 A Inductive, 1000 W Tungsten, ½ HP Motor 
 Warranty: Limited 1 year

Model # Voltage HP

E. DT620 125 VAC, 60 Hz ½

Model # Voltage

D. TN311 125 VAC, 60 Hz

Model # Voltage

F. TN111RM40  125 VAC, 60 Hz

Additional Trippers see page 153 
(107TN221 red, 107TN222 turquoise)

Model # Voltage HP

G. HB880R  120 VAC, 60 Hz ½

Rating:
15 A General Purpose, 1000 W Tungsten, 500 VA Electronic Ballast, 8.3 A Ballast (Inductive) 
Warranty: Limited 1 year 

D.

E.

G.F.

Rating: 
9.5 A Resistive, 1185 W Inductive 
Warranty: Limited 1 year


