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CPANL™ LED 
Switchable Lumen Panel 

The CPANL LED switchable lumen flat panel provides a low profile, low-glare, uniform 
source ambient light solution. It includes two 3-level switches to easily and reliably adjust 
lumens and color temperature in the field making it ideal for a broad range of applications 
including offices, schools and hospitality spaces. 

FEATURES:
 ¡ Up to 50% more lumens than standard panels

 ¡ Integral driver allows multiple mounting methods

 ¡ Two switches allow for easy field adjustment 

Description UPC Description Nominal  Lumens Color 
Temperature CRI Voltage Nominal  Wattage Pallet QTY

CPANL 1X4 ALO1 SWW7 M4 00194995124930 1x4 Fully Switchable Flat Panel 2400/3300/4400 35/40/50K >80 MVOLT (120-277) 22/31/41 56

CPANL 2X2 ALO1 SWW7 M4 00194995124923 2x2 Fully Switchable Flat Panel 2400/3300/4400 35/40/50K >80 MVOLT (120-277) 22/31/41 56

CPANL 2X4 ALO6 SWW7 M2 00194995124916 2x4 Fully Switchable Flat Panel 4000/5000/6000 35/40/50K >80 MVOLT (120-277) 36/45/55 28

More configurations are available. Click here or visit www.acuitybrands.com and search for CPANL

* Bolded lumen, color temperature and wattage designates default switch setting.
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Accessories: Order as separate catalog number.

ILBLP CP10 HE SD A IOTA emergency constant power battery pack field installation kit (Certified in CA Title 20 MAEDBS) 1

ELA PSDMT External mounting tray to secure emergency battery to building structure, not required, battery can be 
mounted to fixture 

DCMK 14 Direct Ceiling Mount Kit for 1x4 CPANL
DCMK 224 Direct Ceiling Mount Kit for 2x4 and 2x2 CPANL
1X4SMKSH Surface Mount Kit 1X4, Shallow Depth
2X2SMKSH Surface Mount Kit 2'x2', Shallow Depth
2X4SMKSH Surface Mount Kit 2'x4', Shallow Depth
PAC 2DNF 36 Panel Air Craft Kit, 2 cables with Y splitter, No Power Feed, 36 inches
PAC 2DF 36 Panel Air Craft Kit, 2 cables with Y splitter, with Power Feed, 36 inches
PAC 2DNF 72 Panel Air Craft Kit, 2 cables with Y splitter, No Power Feed, 72 inches
PAC 2DF 72 Panel Air Craft Kit, 2 cables with Y splitter, with Power Feed, 72 inches
PAC 4DNF 36 Panel Air Craft Kit, 4 cables, No Power Feed, 36 inches
PAC 4DF 36 Panel Air Craft Kit, 4 cables, with Power Feed, 36 inches  
DGA14 Drywall grid adapter for 1X4 recessed fixture
DGA22 Drywall grid adapter for 2x2 recessed fixture.
DGA24 Drywall grid adapter for 2x4 recessed fixture.

Emergency Battery Delivered Lumens

Use the formula below to determine the delivered lumens in 
emergency mode
Delivered Lumens = 1.25 x P x LPW
P = Output power of emergency driver (10W for PS1055)
LPW = Lumen per watt rating of the luminaire.

NOTES
1. See ILBLP CP10 HE SD A spec sheet and ELA-PSMKPSMKSD-PSDMT-PSRME 

remote mounting enclosure spec sheet here.

3500K   4000K    5000K
SWITCHABLE WHITE

http://www.acuitybrandslighting.com/library/LL/documents/specsheets/CPANL.pdf
https://img.acuitybrands.com/public-assets/catalog/1233619/iota--ilblp-cp10-he-sd-emergency-led-driver-10-watt-low-profile-self-diagnostic-ca-title-20-pdf.pdf?abl_version=03%2f15%2f2021+23:21:25&DOC_Type=SPEC_SHEET
https://www.acuitybrands.com/products/detail/1233619/iota/ilblp-cp10-he-sd-emergency-led-driver/10-watt-constant-power-low-profile-emergency-led-driver-with-self-diagnostics-and-high-efficiency-performance-for-ca-title-20
https://www.acuitybrands.com/products/detail/802873/power-sentry/ps1055cp-battery-pack/-/media/products/Power_Sentry/802873/document/ELA-PSMK-PSMKSD-PSDMT-PSRME_pdf.pdf
https://www.acuitybrands.com/products/detail/802873/power-sentry/ps1055cp-battery-pack/-/media/products/Power_Sentry/802873/document/ELA-PSMK-PSMKSD-PSDMT-PSRME_pdf.pdf
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Switchable Table
Size Nomenclature Lumen Setting CCT Lumen Wattage Efficacy

1x4 CPANL 1X4 ALO1 SWW7 M4

Low Lumen
3500K 2645 21.6 122
4000K 2712 20.9 130
5000K 2637 21.4 123

Medium Lumen
3500K 3599 30.7 117
4000K 3754 29.4 128
5000K 3595 30.4 118

High Lumen
3500K 4597 40.5 114
4000K 4881 38.7 126
5000K 4596 40.1 115

2x2 CPANL 2X2 ALO1 SWW7 M4

Low Lumen
3500K 2617 21.6 121
4000K 2750 20.9 132
5000K 2766 21.5 129

Medium Lumen
3500K 3778 30.6 123
4000K 3930 29.4 134
5000K 3755 30.5 123

High Lumen
3500K 4741 40.5 117
4000K 5031 38.8 130
5000K 4717 40.4 117

2x4 CPANL 2X4 ALO6 SWW7 M2

Low Lumen
3500K 4363 35.7 122
4000K 4450 34.4 129
5000K 4358 35.4 123

Medium Lumen
3500K 5354 45.1 119
4000K 5509 43.3 127
5000K 5351 44.8 119

High Lumen
3500K 6343 55.1 115
4000K 6579 52.7 125
5000K 6353 54.7 116

* Bolded lumen, color temperature and wattage designates default switch setting.

CPANL MOUNTED WITH DCMK

1.4” 0.3”

Ceiling

http://www.lithonia.com
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DCMK 14

DCMK 224

DCMK - DIRECT CEILING MOUNT KITS (Sold as a separate accessory, see accessories section on page 1)

http://www.lithonia.com
https://img.acuitybrands.com/public-assets/catalog/920944/dcmk-spec-sheet.pdf?abl_version=03%2f29%2f2021+15:44:52&DOC_Type=SPEC_SHEET
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