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INNER PANELS
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1100 & 1100 CIP INNER PANELS

The 882 SP Series replacement
inner panels are designed to fit
our 1100, 1100 W and 1100 CIP
enclosures. They are also inter-
changeable with the ES and
ESDD family of products. Panels

with the A or B dimension equal to
22" or bigger have been double
bent for greater rigidity. Made of
14 GA steel and finished with
white, heat fused powder paint,
electrostatically applied on a pre-
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treated base.

Panels are also available in galva-
nized steel or aluminum.
Contact EXM for details

Refer to p.734 to validate choice
of substrate for the application
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PERFORATED INNER PANELS

The 881 SP....P Series perforated
inner panels are designed to fit our ES
and ESDD family of products and are
also compatible with the 1100, 1100 W
and 1100 CIP enclosures. Panels with
the A or B dimension equal to 22" or
bigger have been double bent for

greater rigidity. Made of 16 GA steel
and finished with ANSI/ASA 61 gray,
heat fused powder paint, electrostati-
cally applied on a pretreated base.
Refer to p.734 to validate choice of
substrate for the application
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Perforation pattern.
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Note : For custom sizes and colors, please contact EXM.
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To order inner panels with specific material, add appropriate suffix to the catalog number.
* For Galvanized Steel :

* For Aluminum :

Add suffix ‘AL’ to the catalog number (ie. 881 SP1212PAL).

5500 DDS INNER PANELS

The 885 SP Series replacement inner
panels were designed to fit our DDS
enclosure. This is design for the 5500
DDS inner panel, therefore an 885 SP is

* For Galvanized Steel :

Add suffix ‘G’ to the catalog number (ie. 881 SP1212PG).
* For Stainless Steel:

Add suffix ‘S’ to the catalog number (ie. 881 SP1212PS)

only ordered when a replacement or
spare panel is required. The 885 SP
are made of white, powder coated, 14
GA steel.

Add suffix ‘G’ to the catalog number (ie. 885 SP6048G).
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