
This lighting equipment complies with Canadian standard ICES-005 for use in residential applications. 
Data is based upon tests performed in a controlled environment and representative of relative performance.  
Actual performance can vary depending on operating conditions. Specifications are subject to change without notice.
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PHYSICAL DATA

PERFORMANCE DATA
TRADITIONAL EQUIVALENT

Technical Information Bulletin
LED Lamps
Date: Name of distributor:

In hands date of project: Client #:

Project name/Number: Name of end user:

ORDERING INFORMATION

DESCRIPTION AND OTHER OPTIONS

Watts (W): 22
Install method: Ballast bypass
Lamp volts (VAC):
Colour temperature (K)1:
Life L70 (hrs):
Bare lamp lumens (lm)2:

120-277 
5 000 
50 000 
2 668

Bare lamp lumens per watt (lm/W): 121
CRI: 80
Beam angle (°): 360
Power factor: >0.9
THD (%): <20
Operating temperature range: - 40 °C to 45 °C (-40°F to 113 °F)
1 Typical colour temperature range: +/- 5 %
2 Lumen values are derived from photometric testing. Initial lumens range: +/- 10 %

Base: E26
Type: High Intensity 360°

Order code: 
Description: 
UPC:

67796
CRN/S2/22W/50K/BYP/120-277/ND/E26/STD 
69549677951

Case quantity: 24

* This product complies with UL1598C Standard for LED luminaire Retrofit kits. Not suitable for hazardous location.

DAMP NON-DIMMABLE

+ -

WARRANTY

5
YEARS

COMPLIANT ENCLOSED
FIXTURE

ICES
005

*

CRN / S2 / 22W / 40K / BYP / 120-277V / ND / E26 / STD

Family Series Watts Colour temp. Installation Volts Dimmable Base Brand

CRN LED High 
Intensity

S2 Series 2 22W
36W
54W
120W

22 watts
36 watts
54 watts 

120 watts

30K
40K
50K

3 000 K
4 000 K
5 000 K

BYP Ballast 
bypass

120-277V 120-277 volts ND Non-dimmable E26
E39

E26 medium
E39 mogul

STD Standard

CFL Incandescent HID

32W/40W 150W/200W 50W/75W



TECHNICAL DRAWINGS AND DIMENSIONS CANDELA DISTRIBUTION*

Qty Description Price

I accept the specifications of the luminaire configuration mentioned above.
Name:
Company:
Signature:     Date:

*Complete IES files available on our website

Technical Information Bulletin
LED Lamps
ORDER CODE : 67796

Filename: 67796_IES
Manufacturer: STANDARD PRODUCTS INC.
Luminaire Cat: 67796 CRN/S2/22W/50K/BYP/120-

277/ND/E26/STD
Lamp: LED High Intensity

Lamp Output: 1 lamp, rated Lumens/lamp: 2668.7
Max Candela: 300.1 at Horizontal: 112.5°, Vertical: 63° 

Input Wattage: 21.4
Luminous Opening: Rectangle (L: 3.94", W: 1.97")

Test: 18050
Test Lab: EVERFINE

Photometry : Type C
CIE Class: General Diffuse

Cutoff Class: Noncutoff

Zonal Lumen Summary
Zone Lumens % Lamp % Luminaire
0-30 153.0 5.7% 5.7%
0-40 301.7 11.3% 11.3%
0-60 748.2 28% 28%
60-90 811.0 30.4% 30.4%
70-100 810.1 30.4% 30.4%
90-120 737.0 27.6% 27.6%
0-90 1,559.2 58.4% 58.4%
90-180 1,109.8 41.6% 41.6%
0-180 2,669.0 100% 100%

Lumens Per Zone
Zone Lumens  % Total   Zone Lumens % Total
0-10 13.7 0.5%   90-100 266.6 10%
10-20 46.6 1.7%   100-110 250.5 9.4%
20-30 92.7 3.5%   110-120 219.9 8.2%
30-40 148.7 5.6%   120-130 172.2 6.5%
40-50 202.4 7.6%   130-140 113.8 4.3%
50-60 244.1 9.1%   140-150 62.0 2.3%
60-70 267.4 10.0%   150-160 22.0 0.8%
70-80 273.7 10.3%   160-170 2.7 0.1%
80-90 269.9 10.1%   170-180 0.1 0%

Coefficients Of Utilization - Zonal Cavity Method
Effective Floor Cavity Reflectance: 20% 

RCC %: 80 70 50 30 10 0
RW %:
RCR: 0

1
2
3
4
5
6
7

70 50 30 0
1.09 1.09 1.09 1.09
.95 .88 .82 .77
.84 .74 .66 .59
.75 .63 .54 .46
.68 .55 .45 .38
.62 .48 .38 .31
.57 .43 .33 .26
.52 .38 .29 .23

70 50 30 0
1.02 1.02 1.02 .58
.87 .82 .76 .40
.77 .68 .61 .30
.69 .58 .50 .23
.63 .51 .42 .18
.57 .45 .36 .15
.52 .40 .31 .13
.48 .35 .27 .11

50 30 20
.88 .88 .88
.70 .65 .62
.58 .52 .47
.49 .43 .37
.43 .36 .30
.38 .31 .25
.33 .26 .21
.30 .23 .18

50 30 20
.75 .75 .75
.59 .55 .52
.48 .44 .40
.41 .36 .31
.36 .30 .25
.31 .26 .21
.28 .22 .18
.25 .19 .15

50 30 20
.64 .64 .64
.48 .46 .44
.40 .36 .33
.33 .29 .26
.29 .24 .21
.25 .21 .17
.23 .18 .14
.20 .16 .12

0
.58
.39
.28
.22
.17
.14
.11
.10
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