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Features:
• Weatherproof assembly with polyethylene gasket
• Switch included

—
Applications: 
• Suitable for use in dry, damp and wet locations

—
Material / Finishes:
• Die cast aluminum cover/silver finish
• Polyethylene gasket

—

Conforms to:
• UL 514a & 514d : CCT-1-20,CCT-1, SW1
• CSA C22.2 No. 18.1-13: S321E

Weatherproof cover protects 
single pole switch in dry, damp, 
and wet environments 

Certifications / Standards:

3-Part Specification: 26 05 33.18
End User Tools

Product selection
Part no. Included Switch

CCT-1-20 20A, 120-277V

CCT-1 15A, 120V

S321E 15A, 120V

SW1 15A, 120V

Note: Product must be installed in accordance with 
applicable national and local electrical codes.
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01 Weatherproof cover 

with gasket
02 Switch
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—
We reserve the right to make technical 
changes or modify the contents of this doc-
ument without prior notice. With regard to 
purchase orders, the agreed particulars 
shall prevail. ABB does not accept any 
responsibility whatsoever for potential 
errors or possible lack of information in this 
document.

We reserve all rights in this document and in 
the subject matter and illustrations con-
tained therein. Any reproduction  
– in whole or in part – is forbidden without 
prior written consent of ABB. © 2021 ABB 
Installation Products Inc. and/or its related 
companies.  All Rights Reserved.
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TECHNICAL DATA SHEET -  INTERACTIVE PDF

Cover, toggle switch, weatherproof
Vertical, 1-gang 

http://www-public.tnb.com/ps/pubint/specguide.cgi
http://tnb.abb.com/pub/en/node/258
http://tnb.abb.com
tnb.ca.abb.com
https://new.abb.com/contact-centers

