
Channels CR200 - 201

CR200P-10 1-5/8" x 1-5/8" x 10' PG

CR200P-20 1-5/8" x 1-5/8" x 20' PG

CR200B-10 1-5/8" x 1-5/8" x 10' Bare

CR200B-20 1-5/8" x 1-5/8" x 20' Bare

CR200G-10 1-5/8" x 1-5/8" x 10' HDG

CR200G-20 1-5/8" x 1-5/8" x 20' HDG

CR200A-10 1-5/8" x 1-5/8" x 10' Alum

CR200A-20 1-5/8" x 1-5/8" x 20' Alum

CR200X4-10 1-5/8" x 1-5/8" x 10' 304SS

CR200X4-20 1-5/8" x 1-5/8" x 10' 304SS

CR200X6-10 1-5/8" x 1-5/8" x 10' 316SS

CR200X6-20 1-5/8" x 1-5/8" x 20' 316SS

CR201P-10 1-5/8" x 3-1/4" x 10' B/B PG

CR201P-20 1-5/8" x 3-1/4" x 20' B/B PG

CR201B-10 1-5/8" x 3-1/4" x 10' B/B Bare

CR201B-20 1-5/8" x 3-1/4" x 20' B/B Bare

CR201G-10 1-5/8" x 3-1/4" x 10' B/B HDG

CR201G-20 1-5/8" x 3-1/4" x 20' B/B HDG

CR201A-10 1-5/8" x 3-1/4" x 10' B/B Alum

CR201A-20 1-5/8" x 3-1/4" x 20' B/B Alum

CR201X4-10 1-5/8" x 3-1/4" x 10' B/B 304SS

CR201X4-20 1-5/8" x 3-1/4" x 10' B/B 304SS

CR201X6-10 1-5/8" x 3-1/4" x 10' B/B 316SS

CR201X6-20 1-5/8" x 3-1/4" x 20' B/B 316SS

Material: P = Pregalvanized A = Aluminum
B = Bare X4 = 304 Stainless
G = Hot Dip Galvanized X6 = 316 Stainless
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Strut
CR200P-10E
1-5/8" x 1-5/8"
Steel/ Aluminium with
Elongated Holes
9/16" x 1-1/8"
at 2" centres

Strut
CR200P-10S
1-5/8" x 1-5/8"
Steel/ Aluminium with
9/16" x 3" Slots
at 4" centres

Strut
CR200P-10H
1-5/8" x 1-5/8"
Steel/ Aluminium with
9/16" Holes
at 1-7/8" centres

Strut
CR200P-10K
1-5/8" x 1-5/8"
Steel/ Aluminium with
1/2 KO’s
at 6" Centres
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