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PISA® ANCHOR RODS, EYENUTS & COUPLINGS

Catalog 
Number Rod, Eyenut Approx. Wt. Each 

Lbs.(Kg)

E1020031 5/8" x 3½' Rod & Thimbleye Nut 4.5 (2.0)

E1020047 5/8" x 3½' Rod & Tripleye Nut 5.7 (2.6)

E1020035 5/8" x 7' Rod & Thimbleye Nut 7.3 (3.3)

E1020043 5/8" x 7' Rod & Twineye Nut 8.6 (3.9)

E1020051 5/8" x 7' Rod & Tripleye Nut 8.6 (3.9)

E1020032 3/4" x 3½' Rod & Thimbleye Nut 7.0 (3.2)

E1020040 3/4" x 3½' Rod & Twineye Nut 7.3 (3.3)

E1020036 3/4" x 7' Rod & Thimbleye Nut 12.3 (5.6)

E1020044 3/4" x 7' Rod & Twineye Nut 11.4 (5.2)

E1020052 3/4" x 7' Rod & Tripleye Nut 12.3 (5.6)

E1020041 1" x 3½' Rod & Twineye Nut 11.0 (5.0)

E1020049 1" x 3½' Rod & Tripleye Nut 11.3 (5.1)

E1020037 1" x 7' Rod & Thimbleye Nut 20.0 (9.1)

E1020045 1" x 7' Rod & Twineye Nut 20.5 (9.3)

E1020053 1" x 7' Rod & Tripleye Nut 18.9 (8.6)

PISA Rod & Eyenut Combinations Corrosion-Protected PISA Rod & Coupling

COUPLING Catalog Number Approx. Wt. Each 
Lbs.(Kg) Ultimate Strength

For 5/8" Dia. Rods 12245P 0.3 (0.2) 16,000 lbs

For 3/4" & 1" Dia. Rods 12247P 0.5 (0.3) 50,000 lbs

NOTE: Couplings are required only when it is necessary to add additional rods of 3½ ft. or 7 ft. to form an extension.

ROD
Cat No.

Fits
Rod Size

Approx. Wt. 
Each Lbs.(Kg)

C1021996 1" x 7" 19.7 (8.9)

C1022061 1" x 3 1⁄2' 10.0 (4.5)

COUPLING

C1025240 1" 0.5 (0.2)

Extension Rod & Coupling
Combinations

3½ ft. ROD 7 ft. ROD

Cat. No. Approx. Wt. Each 
Lbs.(Kg) Cat. No. Approx. Wt. Each 

Lbs.(Kg)

5/8" Dia. 12249A 4.6 (2.1) — —

3/4" Dia. 12250A 5.6 (2.5) C1022328 10.1 (4.6)

1" Dia. 12251A 9.5 (4.3) 12255A 20.5 (9.3)

Rod is asphalt-coated galvanized with heat-
shrink and plastic tube covering. Coupling is 
galvanized, covered with heat-shrink tubing.


