
12-1/2”

17-1/4”
Predecessor Model

DJR188

More compact and lightweight

Satisfy Professional's Needs

DJR188

Sub-Compact
Reciprocating Saw



DJR188RMEB Standard Equipment: Two 18V (4.0 Ah) Li-Ion 
Batteries BL1840B (196401-9), Rapid Charger (DC18RC),
Blade (1 Ea. B-20432, 723063-A-5), Battery Cover (450128-8), 
Plastic Carrying Case (821730-8)    

DJR188ZB Standard Equipment: Tool Only. Batteries and 
Charger Sold Separately.  Blade (1 Ea. B-20432, 723063-A-5)  
  

Reciprocating Saw

Variable Speed

Brake

Constant Speed

Built-in Job Light

Carrying Case

DJR188
Battery Capacities
Maximum Cutting Capacities:

Strokes Per Minute
Length of Stroke
Overall Length

18V Li-Ion
Pipe: 5-1/8” (130 mm)
Wood (w/11-3/4" blade): 10" (255 mm)
0 - 3,000 SPM
13/16" (20 mm)
12-1/2" (316 mm)

DC18SD

30
min

60
min

90
min

110
min

130
min

LED job light

One-touch tool-less 
blade clamp

Shoe: Fixed position

with preglow and 
afterglow functions

Lock-o� button

Compact & Powerful

Compact and Lightweight
for increased maneuverability
BL motor is vertically arranged to shorten overall length

Soft grip

BL1815N 1.5Ah BL1830B  3.0Ah BL1840B 4.0Ah BL1850B 5.0Ah BL1860B 6.0Ah

DC18RC DC18RD

15
min

22
min

36
min

45
min

55
min

Two port multi 
Fast Charger

Ergonomically designed handle
�ts your hand well, even during di�cult cutting applications such as overhead 
application, cutting with the saw upside down, etc.

When QUALITY & SERVICE COUNTS – Choose Makita

makita.ca




