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YEAR ANiDeal for:
loBBy, corrIDor, facTory, warehouse, sTaIrwell

versaTiliTY is The name
of The game!
The wf is a high-capacity fan heater that’s ideal for building 
lobbies, long corridors, stairwells, workshops, factories, and 
warehouses. Its electrical element is made of high-quality 
nichrome assuring an immediate surge of hot air. The various 
modes of wall installation make the wf heater one of the most 
versatile fan heaters on the market: it can be surface mounted 
or recessed, with a variety of models and heating capacities to 
choose from.

colours
− standard: white, silica white, silver
− luxurious finish: stainless steel 

finish
epoxy-polyester powdercoat or stainless steel

manufacturing
 − 20-gauge steel cabinet and 18-gauge steel grille
 − top air intake with bottom air discharge
 − quiet helicoidal fan: single unit 1 x 160 cfM - double unit 2 x 160 cfM - 

triple unit 3 x 160 cfM
 − thermal protection with automatic reset
 − totally enclosed, permanently lubricated motor

element
high quality nichrome element producing instant heat

control
connection of multiple units to the same thermostat is possible with a relay 
kit without transformer (optional) and an external transformer (not provided)

installation
 − wall mounted
 − recessed or surface mounted with surface adapter (optional)

new grille with rounDeD siDes
duraBle and sTYlish

wiDe range of moDels & heating capacities
including a 4800 w single model

nichrome element 
assuring insTanT heaT

new Disconnect switch
opTional

accessories
proDuct Description

wft1 built-in single pole thermostat [120 v-600 v]

wft2 built-in double pole thermostat [120 v-600 v]

wfsa1* surface adapter (single unit)

wfsa2* surface adapter (double unit)

wfsa3* surface adapter (triple unit)

wfsa1ss stainless steel surface adapter (single unit)

wfsa2ss stainless steel surface adapter (double unit)

wfsa3ss stainless steel surface adapter (triple unit)

wfDis-30* disconnect switch kit 600 v/30 a, 2 poles

wfDis-40* disconnect switch kit 600 v/40 a, 2 poles/3 poles

wfDis-60* disconnect switch kit 600 v/60 a, 2 poles/3 poles

wfc24rx* relay kit without transformer 24 v

* add w for white, sw for silica white or s for silver
* factory installation

improVeD

rouNDeD sIDes



units throw Distance heat rise

Kw m ft. °c °f

1.5 4.1 13'7" 30 53
2 4.1 13'7" 42 75
3 4.1 13'7" 61 110
4 4.1 13'7" 74 133

4.8 4.1 13'7" 93 167
6 4.1 13'7" 61 110
8 4.1 13'7" 74 133
9 4.1 13'7" 61 110

12 4.1 13'7" 74 133

Throw disTance
and heaT rise

Technical specificaTions

coDe coDe coDe coDe waTTs volTs kg lB uNIT

wf1508 wf1508t wf1508c wf1508c24 1500 208 9 20 sINgle
wf1502 wf1502t wf1502c wf1502c24 1500/1125 240/208 9 20 sINgle
wf1507 wf1507t wf1507c wf1507c24 1500 277 9 20 sINgle
wf1503 wf1503t wf1503c wf1503c24 1500 347 9 20 sINgle
--- wf1505t     wf1505c wf1505c24 1500 480 9 20 sINgle
--- wf1506t     wf1506c wf1506c24 1500 600 10 22 sINgle
wf2008 wf2008t     wf2008c wf2008c24 2000 208 9 20 sINgle
wf2002 wf2002t     wf2002c wf2002c24 2000/1500 240/208 9 20 sINgle
wf2007 wf2007t     wf2007c wf2007c24 2000 277 9 20 sINgle
wf2003 wf2003t     wf2003c wf2003c24 2000 347 9 20 sINgle
--- wf2005t     wf2005c wf2005c24 2000 480 9 20 sINgle
--- wf2006t     wf2006c wf2006c24 2000 600 10 22 sINgle
wf3008 wf3008t     wf3008c wf3008c24 3000 208 9 20 sINgle
wf3002 wf3002t     wf3002c wf3002c24 3000/2250 240/208 9 20 sINgle
wf3007 wf3007t     wf3007c wf3007c24 3000 277 9 20 sINgle
wf3003 wf3003t     wf3003c wf3003c24 3000 347 9 20 sINgle
--- wf3005t     wf3005c wf3005c24 3000 480 9 20 sINgle
--- wf3006t     wf3006c wf3006c24 3000 600 10 22 sINgle
wf4008 wf4008t     wf4008c wf4008c24 4000 208 9 20 sINgle
wf4002 wf4002t     wf4002c wf4002c24 4000/3000 240/208 9 20 sINgle
wf4007 wf4007t      wf4007c wf4007c24 4000 277 9 20 sINgle
wf4003 wf4003t     wf4003c wf4003c24 4000 347 9 20 sINgle
--- wf4005t       wf4005c wf4005c24 4000 480 9 20 sINgle
--- wf4006t       wf4006c wf4006c24 4000 600 10 22 sINgle
wf4808 wf4808t     wf4808c wf4808c24 4800 208 9 20 sINgle
wf4802 wf4802t     wf4802c wf4802c24 4800/3600 240/208 9 20 sINgle
wf4807 wf4807t       wf4807c wf4807c24 4800 277 9 20 sINgle
wf4803 wf4803t       wf4803c wf4803c24 4800 347 9 20 sINgle
--- wf4805t       wf4805c wf4805c24 4800 480 9 20 sINgle
--- wf4806t       wf4806c wf4806c24 4800 600 10 22 sINgle
--- wf6008ct       wf6008c wf6008c24 6000 208 18 40 DouBle
--- wf6002t       wf6002c wf6002c24 6000/4500 240/208 18 40 DouBle
--- wf6007t       wf6007c wf6007c24 6000 277 18 40 DouBle
--- wf6003t       wf6003c wf6003c24 6000 347 18 40 DouBle
--- wf6005t       wf6005c wf6005c24 6000 480 20 44 DouBle
--- wf6006t       wf6006c wf6006c24 6000 600 20 44 DouBle
--- wf60083ct*       wf60083c* wf60083c24* 6000 208 36 80 TrIple
--- wf60053ct*       wf60053c* wf60053c24* 6000 480 36 80 TrIple
--- wf60063ct*       wf60063c* wf60063c24* 6000 600 36 80 TrIple
--- wf8008ct       wf8008c wf8008c24 8000 208 18 40 DouBle
--- wf8002ct       wf8002c wf8002c24 8000/6000 240/208 18 40 DouBle
--- wf8007ct       wf8007c wf8007c24 8000 277 18 40 DouBle
--- wf8003ct       wf8003c wf8003c24 8000 347 18 40 DouBle
--- wf8005ct       wf8005c wf8005c24 8000 480 20 44 DouBle
--- wf8006ct       wf8006c wf8006c24 8000 600 20 44 DouBle
--- wf90083ct*       wf90083c* wf90083c24* 9000 208 36 80 TrIple
--- wf90053ct*      wf90053c* wf90053c24* 9000 480 36 80 TrIple
--- wf90063ct*      wf90063c* wf90063c24* 9000 600 36 80 TrIple
--- wf12008ct       wf12008c wf12008c24 12000 208 36 80 TrIple
--- wf12002ct       wf12002c wf12002c24 12000/9000 240/208 36 80 TrIple
--- wf12007ct       wf12007c wf12007c24 12000 277 36 80 TrIple
--- wf12003ct       wf12003c wf12003c24 12000 347 36 80 TrIple
--- wf12005ct       wf12005c wf12005c24 12000 480 36 80 TrIple
--- wf12006ct       wf12006c wf12006c24 12000 600 36 80 TrIple
--- wf120083ct*       wf120083c* wf120083c24* 12000 208 36 80 TrIple
--- wf120053ct* wf120053c* wf120053c24* 12000 480 36 80 TrIple
--- wf120063ct* wf120063c* wf120063c24* 12000 600 36 80 TrIple

add w for white, sw for silica white, s for silver or ss for stainless steel

24 V 
control power Voltage weight moDelBuilt-in thermostat 240 V 

controlwithout control
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Technical drawings




