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PAN-WAY SURFACE RACEWAY
TIA/EIA COMPLIANT FITTINGS

A Part Numbers: ECFX3, ECFX5, ECFX10 B Part Numbers: OCFX3, OCFX5, OCFX10

A B D

Low voltage or power applications up to 600V

TYPE LDPH

D Part Numbers: CFX3, CFX5, CFX10

1/16”
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C
Part Numbers: ICFX3, ICFX5, ICFX10
Part Numbers: ICFC3, ICFC5, ICFC10

1.25” (28.6)

1.25” (28.6)

Low voltage applications (cover only)

Low voltage or power applications up to 600V

TYPE LDPH

F
Part Numbers: RAFX3, RAFX5, RAFX10
Part Numbers: RAFC3, RAFC5, RAFC10

Low voltage applications (cover only)

1.25” (28.6)

1.25” (28.6)

Low voltage applications (cover only)

TYPE LDPH
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E
Part Numbers: TFX3
Part Numbers: TFC3, TFC5, TFC10

Low voltage applications (cover only)

1.25” (28.6)

1.25” (28.6)

1.25” (28.6)

Low voltage or power applications up to 600V

TYPE LDPH
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G Part Number: RAEFX

A B C

Low voltage or power applications up to 600V

1/2" conduit opening 3/4" conduit breakout

Breakout for:
LD10, LDPH10

Opening for:
LD3, LD5,
LDPH3, 
LDPH5


