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WASP LENS OPTIONS
OCCUPANCY SENSORS AND CONTROLLERS

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

 Dimming WASP  WASP 2

RELATED PRODUCTS

ORDERING GUIDE

WSP – – –
Model Environment Coverage Mounting Color

WSP WASP 
Sensor Lens

Blank Indoor Version
LWO Low-Temp/

Watertight/Outdoor 
Only

L360 360° Area Lens
L180 180° Area Lens
LA Aisle Lens
LHA Half Aisle Lens

Blank High Mount
LM Low Mount

WH White
BK Black
GY Gray

Example: WSPLWO-L360-LM-WH
CATALOG #

ADDITIONAL INFORMATION
Coverage Patterns

Sensor Lens Coverage and Detection Patterns
When Mounted at 8ft with Low Mount Lens

Sensor Lens Coverage and Detection Patterns
When Mounted at 30ft and 45ft with Standard Lens

FEATURES
• Easy twist on/off, interchangeable lenses

• High and low mount versions available

• Indoor and Low temp/Watertight/Outdoor (LWO) options

• Multiple coverage patterns: 360°, 180°, aisle and half aisle

• High impact, injection molded plastic

• 5-year warranty
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