
energreentechnologies
together committed to a greener future.

160 Don Park Road, Unit #3
Markham, ON     L3R 1C3
www.energreentechnologies.com
Phone: 905-479-5999
Fax: 905-479-5997

120w LED Wall Pack (100~347VAC)  

Specifications
Input Voltage: 100~347VAC
Power Frequency: 50/60Hz
Power: 120W
Lumen Output: 15000lm (125lm/w)
CCT: 3000K-5000K (4000K stock)
CRI: >70
Power Factor: >0.95
LED Chip: SMD2835
Driver: UL Class 2
Lens: Glass
Housing: Aluminium
Operating Temperature: -25˚C-45˚C
IP Rating: IP65
Certifications/Warranty: ETL/cETL, DLC
Warranty: 10 years 
L70 Lifespan: >50,000hrs
Weight: 12.12lbs

Lux Chart Photometrics

Dimensions

Ordering Information
EGT-WP2-120w-120/347V-XK

*X denotes colour temperature
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m.qs18.3 / m02.2      /82.7711m0.1  2838.27lx

m.qs52.51 / m14.4      /23.492m0.2  709.57lx

m.qs13.43 / m16.6      /18.031m0.3  315.36lx

m.qs99.06 / m18.8      /85.37m0.4  177.39lx

m.qs92.59 / m20.11     /90.74m0.5  113.53lx

m.qs22.731 / m22.31     /07.23m0.6  78.84lx

m.qs87.681 / m24.51     /30.42m0.7  57.92lx

m.qs59.342 / m26.71     /04.81m0.8  44.35lx

m.qs57.803 / m38.91     /35.41m0.9  35.04lx

m.qs71.183 / m30.22     /77.11m0.01  28.38lx

Flux Out: 4487.51lm


