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NOTES:
 
1. BARREL IS PARTIALLY FILLED WITH PENETROX  AND SEALED.
 
2  TWO CRIMPS MADE SIMULTANEOUSLY.
 
3  MULTIPLE CRIMP DIE SET.
 
4. MATERIAL: CONNECTOR - ALUMINUM
 
5. DIMENSIONS IN BRACKETS []ARE IN MILLIMETERS ROUNDED OFF
   TO THE NEAREST MILLIMETER, UNLESS OTHERWISE NOTED, AND 
   ARE FOR REFERENCE ONLY.
 
6. INSTALLATION INSTRUCTIONS:
 
     1. STRIP CABLE INSULATION 7/8" (STRIP LENGTH INDICATED ON INSULINK  ).
        FOR BEST RESULTS, REMOVE COTTON BRAID FOR AN ADDITIONAL 3/4" 
        0N WEATHERPROOF AND SE TYPE CONDUCTORS
 
     2. SCRATCH BRUSHING OF ALUMINUM CONDUCTORS, BEFORE MAKING 
        INSTALLATIONS, IS RECOMMENDED.
 
     3. INSERT CONDUCTOR THRU CENTER OF CAP AND THEN PUSH
        CONDUCTOR SO THAT STRIPPED END SEATS IN CONNECTOR 
        AND INSULATION ENTERS CAP.
 
     4. USING PROPER TOOL, CRIMP BETWEEN GUIDE LINES.
        MAKE INNERMOST CRIMP FRIST AND CRIMP TOWARD END.
        REPEAT FOR OTHER-SIDE.
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 6. INSTALLATION INSTRUCTIONS:
 
     1. STRIP CABLE INSULATION 7/8" (STRIP LENGTH INDICATED ON INSULINK  ).
        FOR BEST RESULTS, REMOVE COTTON BRAID FOR AN ADDITIONAL 3/4" 
        0N WEATHERPROOF AND SE TYPE CONDUCTORS
 
     2. SCRATCH BRUSHING OF ALUMINUM CONDUCTORS, BEFORE MAKING 
        INSTALLATIONS, IS RECOMMENDED.
 
     3. INSERT CONDUCTOR THRU CENTER OF CAP AND THEN PUSH
        CONDUCTOR SO THAT STRIPPED END SEATS IN CONNECTOR 
        AND INSULATION ENTERS CAP.
 
     4. USING PROPER TOOL, CRIMP BETWEEN GUIDE LINES.
        MAKE INNERMOST CRIMP FIRST AND CRIMP TOWARD END.
        REPEAT FOR OTHER-SIDE.
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NOTES:
 
1. BARREL IS PARTIALLY FILLED WITH PENETROX  AND SEALED.
 
2. TWO CRIMPS MADE SIMULTANEOUSLY.
 
3. MULTIPLE CRIMP DIE SET.
 
4. MATERIAL: CONNECTOR - ALUMINUM
 
5. DIMENSIONS IN BRACKETS []ARE IN MILLIMETERS ROUNDED OFF
   TO THE NEAREST MILLIMETER, UNLESS OTHERWISE NOTED, AND 
   ARE FOR REFERENCE ONLY.
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NOTES:
 
1. BARREL IS PARTIALLY FILLED WITH PENETROX  AND SEALED.
 
2  TWO CRIMPS MADE SIMULTANEOUSLY.
 
3  MULTIPLE CRIMP DIE SET.
 
4. MATERIAL: CONNECTOR - ALUMINUM
 
5. DIMENSIONS IN BRACKETS []ARE IN MILLIMETERS ROUNDED OFF
   TO THE NEAREST MILLIMETER, UNLESS OTHERWISE NOTED, AND 
   ARE FOR REFERENCE ONLY.

 6. INSTALLATION INSTRUCTIONS:
 
     1. STRIP CABLE INSULATION 7/8" (STRIP LENGTH INDICATED ON INSULINK ).
        FOR BEST RESULTS, REMOVE COTTON BRAID FOR AN ADDITIONAL 3/4" 
        0N WEATHERPROOF AND SE TYPE CONDUCTORS
 
     2. SCRATCH BRUSHING OF ALUMINUM CONDUCTORS, BEFORE MAKING 
        INSTALLATIONS, IS RECOMMENDED.
 
     3. INSERT CONDUCTOR THRU CENTER OF CAP AND THEN PUSH
        CONDUCTOR SO THAT STRIPPED END SEATS IN CONNECTOR 
        AND INSULATION ENTERS CAP.
 
     4. USING PROPER TOOL, CRIMP BETWEEN GUIDE LINES.
        MAKE INNERMOST CRIMP FRIST AND CRIMP TOWARD END.
        REPEAT FOR OTHER-SIDE.
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NOTES:
 
1. BARREL IS PARTIALLY FILLED WITH PENETROX  AND SEALED.
 
2  TWO CRIMPS MADE SIMULTANEOUSLY.
 
3  MULTIPLE CRIMP DIE SET.
 
4. MATERIAL: CONNECTOR - ALUMINUM
 
5. DIMENSIONS IN BRACKETS []ARE IN MILLIMETERS ROUNDED OFF
   TO THE NEAREST MILLIMETER, UNLESS OTHERWISE NOTED, AND 
   ARE FOR REFERENCE ONLY.
 
6. INSTALLATION INSTRUCTIONS:
 
     1. STRIP CABLE INSULATION 7/8" (STRIP LENGTH INDICATED ON INSULINK  ).
        FOR BEST RESULTS, REMOVE COTTON BRAID FOR AN ADDITIONAL 3/4" 
        0N WEATHERPROOF AND SE TYPE CONDUCTORS
 
     2. SCRATCH BRUSHING OF ALUMINUM CONDUCTORS, BEFORE MAKING 
        INSTALLATIONS, IS RECOMMENDED.
 
     3. INSERT CONDUCTOR THROUGH CENTER OF CAP AND THEN PUSH
        CONDUCTOR SO THAT STRIPPED END SEATS IN CONNECTOR 
        AND INSULATION ENTERS CAP.
 
     4. USING PROPER TOOL, CRIMP BETWEEN GUIDE LINES.
        MAKE INNERMOST CRIMP FRIST AND CRIMP TOWARD END.
        REPEAT FOR OTHER-SIDE.
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