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Abrade conductor and connector. Do nhot abrade plated connectors.
Apply PENETROX™ A liberally to conductor and connector.
Assemble Jolnt, For insulation rated greater than 600V, care
should be token to completely clean the insulation 66 125
NOTE: Use between -40° 220° F(-4°* 104° C) STORE BELOW 110° F(43° C) ['17] [321

CAT. NO. PENAL/2
e, o )
MANCHESTER, N.H. 03109 7111 81810 59260
BACK
® LISTED
T BURNDY
E PENETROX™ A = 75
ELECTRICAL JOINT COMPOUND
A ,  For all bare AL/AL and AL/CU connections. TE&&#SJ:{%N [191
R , For use as antl-selzing thread lubricant.
o e et of okl a7 6 oy
NOTES: ERONT
1. MATERIAL: DOW CHEMICAL CO. PRODUCT PSDS60.
COLOR: CLEAR
2. ALL DIMENSIONS ARE REFERENCE. PENETROX™ A 1/2 oz TUBE
3, CONTENTS! 1/2 fl, oz OF PENETROX™ A, TO ORDER BURNDY® PRODUCTS CALL ITEM NO: 25016763
4, PRINTING TO APPEAR AS SHOWN. UNITED STATES: caT N0 PENAL/2A
' 1-800—346—4175 (LONDONDERRY, NH) A NA
5. DIMENSIONS IN BRACKETS [ 1 ARE IN MILLIMETRES ROUNDED CANADA: T :
OFF TO THE NEAREST MILLIMETER, UNLESS OTHERWISE NOTED, 1-800-361-6975 (QUEBEC) G'BURNDY
AND ARE FOR REFERENCE [ONLY. 1—800—387—6487 (ALL OTHER PROVINCES) e —
FOR PRODUCT INFO: http: //www.burndy.com SC211487-01 B_
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