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SOCKETS

SB3ZC5 11 Blade Terminal Sockets
DIN-Rail or Screw Mounting
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Dimensions in Inches (Millimeters) Diagram 372
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Approvals:

File #E169693

Electrical Ratings: 10A @ 250V
Wire Size:
(1) 12-20 AWG, solid or stranded 
(2) 16-20 AWG, solid or stranded

Termination: Tighten terminal screws  
recommended torque of 5.31 in-lb.

Temperature: -40° C to 70° C (-40° F to 158° F)
Approximate weight: 0.16 lb (71g)

SR2ZC3 Octal (Round) 8 Pin Sockets
DIN-Rail or Screw Mounting

Dimensions in Inches (Millimeters) Diagram 373

0.16
(4.0)

1.5
(37)

1.0
(26)

1.5
(38)

2.4
(62)

1.1
(28)

24

6

22

5 4 3

1412

7 8 1 2
A11121A2

Approvals:  

File #E169693

Electrical Ratings: 10A @ 250V
Wire Size:
(1) 12-20 AWG, solid or stranded
(2) 16-20 AWG, solid or stranded

Termination: Tighten terminal screws to 
recommended torque of 5.31 in-lb.

Temperature: -40° C to 70° C (-40° F to 158° F)
Approximate weight: 0.11 lb (49g)
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SOCKETS

SR3ZC3 Octal (Round) 11 Pin Sockets
DIN-Rail or Screw Mounting

Dimensions in Inches (Millimeters) Diagram 374
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Approvals:  

File #E169693

Electrical Ratings:   
10A @ 250V
Wire Size:
(1) 12-20 AWG, solid or stranded
(2) 16-20 AWG, solid or stranded

Termination: Tighten terminal screws to 
recommended torque of 5.31 in-lb.

Temperature: -40° C to 70° C (-40° F to 158° F)
Approximate weight: 0.12 lb (56g)

18F-2Z-C5 8 Blade Terminal Sockets
DIN-Rail or Screw Mounting
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Dimensions in Inches (Millimeters) Diagram 375
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Approvals:  

File #E238167 File #250675

Electrical Ratings: 12A @ 250V

Wiring: Solid or stranded, 14-20 AWG

Termination: Plus-minus screw (M3x8) with 
pressure plate. Tighten to recommended 
torque of 5.2 in-lb (maximum 6.9 in-lb)

Temperature:  
Operating, -25° C to 70° C (-13° F to 158° F); 
Storage, -40° C to 85° C (-40° F to 185° F)

Approximate Weight: 0.13 lb (59 g)
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