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Stock items are shown in HEAVY type.

  L = Length  D = Diameter

ORDER BY ITEM (PACKAGE) NUMBER

PART CLASS # 
803AH  

  Coarse Thread

214
Series

DECK SCREWS

—   Product not available in this pack size

L

D

BROWN EXPORY COATING Flat Square Socket Head

Length Overall 
Inches

Approx.
Weight (lb) 
/100 pcs

Clamshell # Qty Pail # Qty Pail # Qty Jar # Qty Jar Size

Diameter:  #6
1-5/8 0.480 214-499 100 — — 214-507 500 — — —

Diameter:  #8
1-1/4 0.461 214-506 100 — — 214-509 500 — — —
1-1/2 0.550 214-501 100 — — 214-510 500 537-306 600 1 Litre
1-3/4 0.612 — — — — — — 537-307 500 1 Litre
2 0.700 214-500 100 — — 214-508 500 537-308 400 1 Litre
2-1/2 0.864 — — 214-503 100 214-511 350 537-309 250 1 Litre
3 1.067 — — 214-504 100 214-512 250 537-310 200 1 Litre

Diameter:  #10
3-1/2 1.600 — — 214-505 100 — — 537-311 125 1 Litre

PACKAGING TYPES CONTINUED 

Length Overall 
Inches

Approx.
Weight (lb) 
/100 pcs

1/8 Keg
Pail # Qty 1/4 Keg

Pail # Qty 1/4 Keg
Box # Qty

Diameter:  #6
1-5/8 0.480 214-515 3000 — — B214-522 5000

Diameter:  #8
1-1/4 0.461 — — — — — —
1-1/2 0.550 — — — — — —
1-3/4 0.612 — — — — — —
2 0.700 214-517 1800 — — B214-523 4000
2-1/2 0.864 214-519 1200 214-693 2500 B214-526 2500
3 1.067 214-518 1000 214-694 1500 B214-527 1500

Diameter:  #10
3-1/2 1.600 214-521 500 — — B214-528 1000

DECK SCREWS are formulated to prevent rust, staining, or streaking in chemically treated wood 
including ACQ.  Duradized screws may not perform due to weather and surface breaches on 
wood not properly treated and sealed. The reinforced neck provides for increased driving torque. 
Screw threads include a cutting feature.  This revolutionary "Sawtooth" thread requires less driving 
torque and outperforms traditional Type '17' thread cutting screws.  This screw reduces splitting and 
results in greater holding power.


