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Flexible Rod
Standard built-in switch

* The default setting is light-ON when not operating (NO wiring). Turn the lamp holder by 180° to change the setting to light-ON when operating 
(NC wiring).

Airtight Built-in Switch Specifications

* The default setting is light-ON when not operating (NO wiring). Turn the lamp holder by 180° to change the setting to light-ON when operating 
(NC wiring).

Fork Lock Lever

* The default setting is light-ON when not operating (NO wiring). Turn the lamp holder by 180° to change the setting to light-ON when operating 
(NC wiring).

Appearance Actuator Terminal shape Pretravel 
(PT)

Without operation 
indicator

With operation indicator *
LED Neon lamp

Model Model Model

Adjustable rod lever:
(25 to 140 mm)

Screw terminals 
(Conduit size: G½)

15±5° WLCL-N WLCL-LD-N WLCL-LE-N
25±5° WLCL-2-N WLCL-2LD-N WLCL-2LE-N
20° max. WLCL-2N-N WLCL-2NLD-N WLCL-2NLE-N
10° WLGL WLGL-LD WLGL-LE

Adjustable rod lever:
(350 to 380 mm)

15±5° WLCAL4-N WLCAL4-LD-N WLCAL4-LE-N
25±5° --- --- ---
20° max. --- --- ---

Rod spring lever
15±5° WLCAL5-N WLCAL5-LD-N WLCAL5-LE-N
25±5° --- --- ---
20° max. --- --- ---

Coil spring (6.5 dia.) 20±10 mm WLNJ-N WLNJ-LD-N WLNJ-LE-N

Coil spring (4.8 dia.) 20±10 mm WLNJ-30-N WLNJ-30LD-N WLNJ-30LE-N

Flexible rod 40±20 mm WLNJ-2-N WLNJ-2LD-N WLNJ-2LE-N

Flexible rod: Steel wire 
(1 dia.) 40±20 mm WLNJ-S2-N WLNJ-S2LD-N WLNJ-S2LE-N

Appearance Actuator Terminal shape Pretravel 
(PT)

Without operation 
indicator

With operation indicator *
LED Neon lamp

Model Model Model

Adjustable rod lever:
25 to 140 mm

Screw terminals 
(Conduit size: G½)

15±5° WLCL-55-N WLCL-55LD-N ---

25±5° --- --- ---

20° max. --- --- ---

Coil spring (6.5 dia.) 20±10 mm WLNJ-55-N WLNJ-55LD-N ---

Flexible rod: Resin rod
(8 dia.) 40±20 mm WLNJ-255-N WLNJ-255LD-N ---

Appearance Actuator Terminal shape Pretravel 
(PT)

Without operation 
indicator

With operation indicator *
LED Neon lamp

Model Model Model

Fork Lock Lever A

Screw terminals 
(Conduit size: G½)

55° max. WLCA32-41-N WLCA32-41LD-N WLCA32-41LE-N

Fork Lock Lever B 55° max. WLCA32-42-N --- WLCA32-42LE-N

Fork Lock Lever C 55° max. WLCA32-43-N WLCA32-43LD-N WLCA32-43LE-N

Fork Lock Lever D 55° max. WLCA32-44-N --- ---
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