
Get tough and  
efficient, within 
your budget
The Keene LED LWL Wall light 
is an economical solution for 
general purpose wall mount 
lighting, made available in an 
attractive compact form. 

With automatic dusk-to-dawn lighting, LWL is ideal for over 
doors, entry ways and other general purpose wall mount 
applications. Featuring enhanced generation, mid-power LED 
performance, LWL offers one of the most affordable, energy 
efficient solutions on the market.

Choose the LWL Wall light and start saving 
energy now.

Wall Mount

LWL Wall light

3000K



Delivers quality and value

• Wall mount fixture ideal for doorways, entryways  
and other areas.

• Cost-effective enhanced LED performance means 
you won't have to sacrifice quality for your budget.

• Built-in photocell for automatic dusk to dawn lighting 
allow for even more cost-savings.

• Easy installation, the LWL Wall Light mounts to  
a standard 4" junction box with a galvanized  
mounting plate.

• One-piece housing with a tough polycarbonate lens.

• 5 year limited warranty.

LWL Wall light LED
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Signify North America Corporation 
200 Franklin Square Drive, 
Somerset, NJ 08873 
Telephone 855-486-2216 

Signify Canada Ltd. 
281 Hillmount Road, 
Markham, ON, Canada L6C 2S3  
Telephone 800-668-9008 

www.keene-lighting.com

The information presented in this document is not intended as any commercial offer and does not form part of any quotation or contract.

1. Wattage and lumen output may vary due to LED manufacturer forward volt specification and ambient temperature. Wattage shown is average for 120V through 277V input. Measured wattage may vary due to 
variation in input voltage.

2. Lumen values based on photometric tests performed in compliance with IESNA LM-79. 

ø4.92"
ø125.00mm

6.21"
157.60mm

3.33"
84.60mm

Ordering guide  example: LWL-WW-G2-PCB-1-BZ

Luminaire

LWL

Color Temperature

WW

Generation

G2

Options

PCB

Voltage

1

Finish

BZ

LWL Wall light LED WW 3000k 80CRI G2 Gen2 PCB Photocell Button Type (integrated) 1 120V BZ Bronze


